
ITEM DESCRIPTION NOTES

CLARIFICATION

Foodservice Equipment Spec

11 4000

SUBSTITUTION

Aluminum Storefront

08 4313

Acoustic Ceilings Certainteed is an approved manufacturer.

09 5100

Metal Roof Panels

07 4113

Metal Roof Panels

07 4113

Masterlok is an approved substitute roof panel if 

the product matches the existing panel profile.

Marquee-Lok is an approved substitute soffit 

panel.

Kawneer 451T system and 350T door are 

approved

Project Name:  Addition to La Harpe Elementary School

ADDENDUM

Project Number:  6566

FAILURE TO DO SO MAY SUBJECT BIDDER TO DISQUALIFICATION

This addendum and all future addenda with a Plan Holders List will be also be posted on the website of 

Architechnics and updated daily.  Check the Current Projects tab on the site:  www.architechnicsinc.com

Addendum Number: 2

Issued: 12/3/2025

This addendum becomes a part of the bidding and contract documents and modifies the drawings and 

specifications dated October 31, 2025. Acknowledge receipt of this addendum by noting such on the Contractor’s 

Proposal (Bid) Form.

Client:  La Harpe CUSD #347

The items denoted A1-3ALT, 4ALT, A1-5ALT 

AND A1-6ALT shall be bid separately from all 

other kitchen equipment.  The cost to add these 

items instead of reusing their correlating existing 

counterparts shall be identified in Alternate Bid A-

1 on the Bid Form.

510 Maine Street  ï  Quincy, Illinois  ï  217.222.0554
info@architechnicsinc.com  ï  www.architechnicsinc.com Page 1 of 3



Light Fixtures and Devices

Duct Accessories and Duct Sealants Hardcast Products are approved.

SPECIFICATIONS

Section 01 2100 Revise Replace with attached revised section.

Allowances

Section 07 5300 Revise

Elastomeric Membrane Roofing

Section 11 4000 Revise Replace with attached revised section.

Food Service Equipment

Section 32 3113 Revise

Chain Link Fences and Gates

DRAWINGS

C501 Replace Replace with attached revised drawing.

C501 Revise

C502 Replace Replace with attached revised drawing.

S101 Replace Replace with attached revised drawing.

Provide wall mounted handrails against building 

in lieu of post mounted guard rails - see revised 

detail 6/C501.

Sensor switch WSXA, nLight nPODMA, nLight 

nCM xx RJB, and nLight NPP16 EFP are 

approved

Type KS Juno JSF 7IN 10LM SWW5 90CRI 

MVOLT ZT XX is approved

Type M Modern Forms W S - 5 6 1 2 4 is 

approved

Type P1 Lithonia EAX1 ALO SWW2 SO UVOLT 

IS PER XX is approved

Type S1 Lightplane LPX3SPFO-S52-

054090SLV01-034090BWV01-SW-XX-2C-UNV-

N-N-N is approved

Para.: 2.03.A.1 - Revise thickness to 60 mil 

minimum

Replace with attached revised section.
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S302 Replace Replace with attached revised drawing.

A100 Replace Replace with attached revised drawing.

A101 Replace Replace with attached revised drawing.

A102 Replace Replace with attached revised drawing.

A103 Replace Replace with attached revised drawing.

A300 Replace Replace with attached revised drawing.

P000 Revise Replace with attached revised drawing.

See notes regarding water heater and electrical 
in existing cafeteria building.

M000 Replace Replace with attached revised drawing.

E201 Add Add Note:  See P000 for additional electrical 

work on existing cafeteria building.

SUPPLEMENTAL INFORMATION
Insulation Clarifications Add See attached email.

Kitchen Hood Relocation Add See wiring diagrams for kitchen hood relocation.

Existing control cabinet to be relocated with hood.
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NAME OF PROJECT

PROJECT NO. 6566 DATE BIDS DUE DEPOSIT

*** Indicates Potential Bidding Contractor

COPY

NO.

#1

#2

***

***

***

***

4055 W. Jackson

11/10/2025

573-221-2247

Macomb, IL 61455

Bleigh Construction

217-222-5879

Canton, IL 61520

Area Distributors

218 Vermont St

Quincy, IL 62301

217-223-3600

Laverdiere Construction

309-837-1258

Fax 309-833-4993

Fax 573-221-4331

lvannatta@bleigh.com

Construction.com

Leander Construction

jwaterkotte@waterkotteconstinc.com

Hannibal, MO 63401

11/11/2025

11/7/2025

11/7/2025

RECORD OF PLANS AND SPECIFICATIONS

Tuesday, December 9, 2025 $25.00 

LaHarpe School Addition

DEPOSIT DEPOSIT

2:00 PM ArchitechnicsTIME AND PLACE OF LETTING

CONTRACTOR NAME

RETURNED

510 Maine Street - Floor 10, Quincy, IL

DATE DATE

RECEIVEDRECEIVED

Owner

RETURNEDADDRESS/PHONE/EMAIL

Architect

D

D

11/10/2025

11/10/2025D

janderson@lavconinc.com

Tournear Roofing Co

2605 Spring Lake Rd

Jeff.Rupert@areadistributors.com

Quincy, IL 62305

D

D

Fax:  217-222-8346

tourroof@adams.net

PO Box 957

lori.bachman@construction.com

Fax 217-222-9155

ryan@leanderconstructioninc.com 

Waterkotte Construction

2630 Wisman Lane

St. Louis, MO 63110

314-535-2222

Kaemmerlen Facility

1539 S Kingshighway Blvd

309-647-7400

Fax: 309 647-7401

Quincy, IL 62305

D

24472 North County Highway 6

217-222-5413

D 11/12/2025

D

11/12/2025

kurtk@kaemmerlensolutions.com

ARCHITECHNICS 510 MAINE STREET, QUINCY, IL 217-222-0554  FAX 217-223-3361    
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NAME OF PROJECT

PROJECT NO. 6566 DEPOSIT:
COPY

NO.

***

***

***

D

D

12/1/2025

maas@maasconstruction.net

RECORD OF PLANS AND SPECIFICATIONS

$25.00 

LaHarpe School Addition

bthomas@macsltdelectrical.com

Fax 217-223-8325

D

DEPOSIT

RETURNED

11/13/2025

RECEIVED

DEPOSIT

11/13/2025

11/17/2025

11/24/2025

keckhvac@keckheatingandair.com

D

D

11/13/2025

11/18/2025

217-223-5325

RECEIVED

D

DATE

RETURNED

D

DATECONTRACTOR NAME

ADDRESS/PHONE/EMAIL

Carson Construction
17250 New Lenox Rd 

309-836-5040

Cincinnati, OH 45209
800-364-2059

content@constructconnect.com

431 State Street
Keck Heating & A/C

3825 Edwards Road, STE. 800
Construct Connect

Jansen Electric
4421 N. 60th Street
Quincy, IL 62305
217-223-4016
Fax 217-223-8046
jansen@adams.net

Quincy, IL 62305
217-228-1105

402 Delaware Street
Quincy, IL 62301
217 223-8268

Fax: 815.531.3401

tgci820@yahoo.com

ckottabi@cbinc.net
Trotter General Contracting, Inc
900 Doran Drive

Fax: 217 223-0733

Mac's Ltd. Electrical Contractor

Joliet, IL 60433
815.531.3400

Macomb, IL 61455

Fax:  309-836-3756

Quincy, IL 62301

Fax: 217 228-1151

Maas Construction Co.
3615 St. Anthony's Rd.

ARCHITECHNICS 510 MAINE STREET, QUINCY, IL 217-222-0554  FAX 217-223-3361    



Addition to La Harpe Elementary
School

6566

Allowances 01 2100 - 1 

SECTION 01 2100

ALLOWANCES

PART 1  GENERAL

1.01 SECTION INCLUDES

A. Cash allowances.

B. Contingency allowance.

1.02 RELATED REQUIREMENTS

A. Section 01 2000 - Price and Payment Procedures:  Additional payment and modification
procedures.

1.03 CASH ALLOWANCES

A. Costs Included in Cash Allowances:  Cost of product to Contractor or subcontractor, less
applicable trade discounts, less cost of delivery to site , less applicable taxes .

1.04 CONTINGENCY ALLOWANCE

A. Contractor's costs for products, delivery, installation, labor, insurance, payroll, taxes, bonding,
equipment rental, overhead and profit will be included in Change Orders authorizing
expenditure of funds from this Contingency Allowance.

B. Funds will be drawn from the Contingency Allowance only by Change Order.

C. At closeout of Contract, funds remaining in Contingency Allowance will be credited to Owner by
Change Order.

1.05 ALLOWANCES SCHEDULE

A. Cash Allowance: Include the stipulated sum of $10,000.00 to move the fiber optic line from the
area where the new grease trap will be installed. Contact Mark Irish at La Harpe Telephone
Company (mark@laharpetelephone.com; 217-659-7721) for additional info, General contractor
shall coordinate this work.

B. Cash Allowance: Include the stipulated sum of $5,000.00 to provide and install a wall sign
(design TBD) and wall hung light at new main entry. See floor plan sheet. General contractor
shall coordinate this work.

C. Cash Allowance: Include the stipulated sum of $20,000.00 to provide and install acoustical
treatments in the cafeteria (walls and ceilings).  Type, style, size TBD.  The allowance includes
material costs and subcontractor installation.

D. Contingency Allowance:  Include the stipulated sum/price of $ ​35,000.00 ​ for use upon Owner's
instructions.

Jacques Reynolds
Highlight



Addition to La Harpe Elementary
School

6566

Allowances 01 2100 - 2 

PART 2  PRODUCTS - NOT USED

PART 3  EXECUTION - NOT USED

END OF SECTION  01 2100



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 1  

SECTION 11 4000  
FOODSERVICE EQUIPMENT 

A. PART 1  GENERAL 

I. SECTION INCLUDES 

1. Foodservice equipment. 

II. RELATED REQUIREMENTS 

1. Section 23 3813 - Commercial-Kitchen Hoods:  Range and dishwasher hoods for commercial 

kitchens. 

2. Section 26 0583 - Wiring Connections:  Electrical characteristics and wiring connections. 

III. SUBMITTALS 

1. See Section 01 3000 - Administrative Requirements, for submittal procedures. 

2. Product Data:  Provide data on appliances; indicate configuration, sizes, materials, finishes, 

locations, and utility service connection locations, service characteristics, and wiring diagrams. 

3. Warranty:  Submit manufacturer warranty and ensure forms have been completed in Owner's 

name and registered with manufacturer. 

IV. QUALITY ASSURANCE 

1. Manufacturer Qualifications:  Company specializing in manufacturing standard products of the 

type specified. 

V. DELIVERY, STORAGE, AND HANDLING 

1. Store products clear of floor in a manner to prevent damage. 

2. Coordinate size of access and route to place of installation. 

VI. WARRANTY 

1. See Section 01 7800 - Closeout Submittals, for additional warranty requirements. 

2. Correct defective work of this section within a five year period after Date of Substantial 

Completion. 

3. Provide five year manufacturer warranty for replacement or repair of scheduled equipment, 

refrigerant and compressors, including disconnection and removal of defective unit, and 

connection of replacement unit. 



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 2  

B. PART 2  PRODUCTS 

I. EQUIPMENT 

1. Equipment Schedule:  Refer to schedule at end of this section. 

2. Installation Accessories:  Provide rough-in hardware, supports and connections, attachment 

devices, closure trim, and accessories as required for complete installation. 

C. PART 3  EXECUTION 

I. EXAMINATION 

1. Verify ventilation outlets, service connections, and supports are correct and in required location. 

2. Verify that electric power is available and of the correct characteristics. 

II. INSTALLATION 

1. Install items in accordance with manufacturers' instructions. 

2. Insulate to prevent electrolysis between dissimilar metals. 

III. ADJUSTING 

1. Adjust equipment and apparatus to ensure proper working order and conditions. 

2. Remove and replace equipment, creating excessive noise or vibration. 

IV. CLEANING 

1. Remove masking or protective covering from stainless steel and other finished surfaces. 

2. Wash and clean equipment. 

3. Polish glass, plastic, hardware, accessories, fixtures, and fittings. 

V. CLOSEOUT ACTIVITIES 

1. At completion of work, provide qualified and trained personnel to demonstrate operation of each 

item of equipment and instruct Owner in operating procedures and maintenance. 

a. Test equipment prior to demonstration. 

  



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 3  

VI. SCHEDULE 

1A (1) CUSTOM 
DELFIELD MODEL NO. 000‐20114H6H1 
CUSTOM FABRICATION 104" ASSEMBLY WITH A CAFETERIA TOP 
33.38" DEEP, REAR EXTENDED 17 INCHES, FRONT EXTENDED 1.62 
INCHES, 42" OPEN SHELF UTILITY STAND, PARTIAL S/S TOEPLATE 
RETURN ON END , STAINLESS STEEL END ON LEFT, 62" TOP 
EXTENSION S/S INTERIOR SIDES, BUILT IN N8759‐D HOT FOOD (4) 
12X20 WELLS, (4) ENERGY SAVING POWER WELL 208/230 VOLT 
SINGLE PHASE, SHELF 60.12 INCHES LONG BOTTOM SHELF, S/S 
APRON 60.12 INCHES LONG OMIT MIDDLE SHELF, OVERALL TOP 
DEPTH TO BE 52" , 714I FLEXISHIELD ACCOMMODATIONS , SET OF 6 
LEGS, S/S TOEPLATE ON REAR TO BE S/S, STAINLESS STEEL 
REINFORCED FINISHED BACK 
1 EA 0550000 2 YEAR PARTS & LABOR WARRANTY 
1 000‐CCA14H6H5 FLEXISHIELD CUSTOM DCFSFS FLEXIBLE SHIELD, 
CONVERTS TO THREE POSITIONS , LED LIGHT 
 

1B (1) CUSTOM 
DELFIELD MODEL NO. 000‐20114H6H2 
CUSTOM FABRICATION 76" ASSEMBLY WITH A CAFETERIA TOP 
33.38" DEEP, REAR EXTENDED 17 INCHES, FRONT EXTENDED 1.62 
INCHES, 68" MEGATOP REFRIG, S/C, R290 COMPRESSOR ON RIGHT 
115V/60C, 18‐PAN MECHANICALY COOLED COLD PAN ON LEFT, (3) 
12X20 PAN LIQUITEC OPTION, 27" LO‐PROFILE DOOR HINGED LEFT, 
27" LO‐PROFILE DOOR HINGED RIGHT, OVERALL TOP DEPTH TO BE 
52" , 714I FLEXISHIELD ACCOMMODATIONS , PARTIAL S/S TOEPLATE 
RETURN ON END , 8" SECTION WITH FRONT PANEL, COMBINED IN 
MECH SECTION , STAINLESS STEEL END ON RIGHT, SET OF 6 LEGS, 
S/S TOEPLATE ON REAR TO BE S/S, STAINLESS STEEL REINFORCED 
FINISHED BACK 
1 EA 0550000 2 YEAR PARTS & LABOR WARRANTY 

1 EA W00003A 5 YEAR COMPRESSOR WARRANTY 
1 000‐CCA14H6H6 FLEXISHIELD CUSTOM DCFSFS FLEXIBLE SHIELD, 
CONVERTS TO THREE POSITIONS , LED LIGHT 

 

8 (2) EA WORK TABLE, CABINET BASE HINGED DOORS 
ADVANCE TABCO MODEL NO. HDRC‐306 
STORAGE CABINET, 72"W X 30"D, 14 GAUGE 304 STAINLESS STEEL TOP 
WITH 5"H BACKSPLASH, (2) FULLY ENCLOSED NSF DRAWERS, ENCLOSED 
CABINET BASE WITH (4) HINGED DOORS, STAINLESS STEEL LEGS WITH 
ADJUSTABLE HEX FEET 
 

  



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 4  

10 (1) EA WORK TABLE, STAINLESS STEEL TOP 
ADVANCE TABCO MODEL NO. KMS‐3610 
WORK TABLE, 120"W X 36"D, 16 GAUGE 304 STAINLESS STEEL TOP WITH 
5"H BACKSPLASH, 18 GAUGE STAINLESS STEEL ADJUSTABLE UNDERSHELF, 
STAINLESS STEEL LEGS & ADJUSTABLE BULLET FEET, NSF 
1 EA TA‐48 12" X 12" CUT OUT FOR PLUMBING IN BACK PANEL OR 
UNDERSHELF 
1 EA WELD‐IN SINK ‐ SINGLE BOWL 

1 EA TA‐11B SINK WELDED INTO TABLE TOP, 16"W X 20"D X 12" DEEP BOWL, 
INCLUDES FAUCET, NSF (MUST SPECIFY SINK LOCATION), RIGHT END 
1 EA K‐5 DRAIN, TWIST OPERATED, 2" NPT & 1‐1/2" IPS OUTLET 
CONNECTIONS 
1 EA K‐4 SUPPORT BRACKET, FOR LEVER WASTE DRAIN HANDLE, (1) 
SUPPORT REQUIRED FOR EACH LEVER DRAIN 
 
11 (1) EA MOP SINK 
ADVANCE TABCO MODEL NO. 9‐OP‐20‐EC‐X 
SPECIAL VALUE MOP SINK, FLOOR MOUNTED, 25"W X 21"D X 10"H 
(OVERALL), 20"W X 16" FRONT‐TO‐BACK X 6" DEEP (BOWL SIZE), FREE FLOW 
DRAIN WITH 2" IPS OUTLET, STAINLESS STEEL CONSTRUCTION  
1 EA K‐240‐X SERVICE SINK FAUCET, WALL MOUNT, HEAVY DUTY, 8" OC, 6‐
1/2" SPOUT, WITH HOSE THREAD & PAIL HOOK, VACUUM BREAKER SPOUT, 
WALL BRACED, CHROME‐PLATED BRASS  

1 EA K‐242 MOP HANGER, 23", ACCOMMODATES (3) 
 
12 (1) EA THREE (3) COMPARTMENT SINK 
ADVANCE TABCO MODEL NO. FC‐3‐1824‐24RL 

FABRICATED SINK, 3‐COMPARTMENT, 24" RIGHT & LEFT DRAINBOARDS, 
BOWL SIZE 18" X 24" X 14" DEEP, 16 GAUGE 304 STAINLESS STEEL, TILE 
EDGE SPLASH, ROLLED EDGE, 8" OC FAUCET HOLES, STAINLESS STEEL 
LEGS WITH ADJUSTABLE SIDE CROSS‐BRACING, 1" ADJUSTABLE STAINLESS 
STEEL BULLET FEET, OVERALL 30" F/B X 102" L/R, NSF 
3 EA K‐5 DRAIN, TWIST OPERATED, 2" NPT & 1‐1/2" IPS OUTLET 
CONNECTIONS 
3 EA K‐4 SUPPORT BRACKET, FOR LEVER WASTE DRAIN HANDLE, (1) 
SUPPORT REQUIRED FOR EACH LEVER DRAIN 
1 EA K‐454 SIDE SPLASH, INTEGRAL (WELDED), FOR NSF SINKS & DISH 
TABLES, HEIGHT MATCHES BACKSPLASH HEIGHT (SPECIFY SIDE) 
2 FT K‐450 EXTEND DRAINBOARD LENGTH, (PER LINEAR FOOT. 
DRAINBOARDS EXCEEDING 36” IN LENGTH WITH NOT HAVE A CREASE OR 
PITCH) 
 

  



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 5  

13 (2) EA HAND SINK 
ADVANCE TABCO MODEL NO. 7‐PS‐68‐X 

HAND SINK, WALL MOUNTED, 14" WIDE X 10" FRONT‐TO‐BACK X 5" DEEP 

BOWL, 20 GAUGE 304 STAINLESS STEEL, WITH SPLASH MOUNTED 

GOOSENECK FAUCET WITH WRIST BLADES, BASKET DRAIN, WALL 

BRACKET, NSF, CCSAUS  
 
16 (1) EA CONVECTION STEAMER, COUNTERTOP 
CLEVELAND RANGE MODEL NO. 21CGA5 

STEAMCRAFT® ULTRA 5 CONVECTION STEAMER, GAS, COUNTERTOP, 1 

COMPARTMENT, (5) 12 X 20 X 2‐1/2" PANS/COMPARTMENT CAPACITY, 

EASYTIMER 90‐MINUTE TIMER WITH DIAL AND LED DIGITAL READOUT IN 

MINUTES AND SECONDS, INCLUDES SURECOOK LOAD COMPENSATING 

THERMOSTAT, MANUAL COOKING MODE AND DESCALE INDICATOR, 

AUTOMATIC BOILER BLOWDOWN, LEFT‐HAND HINGED DOOR, CONTROLS 

ON RIGHT, SPLIT WATER CONNECTION, STEAM SHUT‐OFF SWITCH, 

STAINLESS STEEL CONSTRUCTION, 70,000 BTU, STANDARD LOCKING 

CASTERS 

1 EA 1‐YEAR PARTS & LABOR WARRANTY, STANDARD 

1 EA 5 YEAR PRO‐RATED PARTS WARRANTY ON BOILERS & STEAM 

GENERATORS 

1 EA 3 YEAR CONVECTION STEAMER DOOR WARRANTY, STANDARD 

1 EA PERFORMANCE START‐UP INCLUDED AT CUSTOMER REQUEST AFTER 

EQUIPMENT IS INSTALLED (FREE WATER QUALITY CHECK INCLUDED) 

(CONTACT CLEVELAND SALES REPRESENTATIVE FOR DETAILS) 

1 EA 11000115896 INSTALLATION OF FIRST UNIT, 22CET3.1, 

22CET6.1,22CGT3.1, 22CGT6.1, 21CET8, 21CET16, 21CGA5, TILT 

SKILLETS SET10, SET15, T/T KETTLES, KET3T, KET6T, KET12T, KGT6T, 

KGT12T  

1 EA 11000116000 PRE‐INSTALLATION SITE SURVEY  

1 EA DTV15CLV DRAIN COOLING KIT WITH 1‐1/2” DRAIN FOR ALL 

COUNTERTOP & FLOOR MODEL STEAMERS EXCEPT MODEL 24CGA10.2ES 

(INCLUDES 1‐1/4” ADAPTER FOR T/T STEAMERS), FLOOR MODEL KETTLES 

WITH SF3 OR SF4 SWING DRAIN FUNNEL ACCESSORY, AND KETTLES OR 

SKILLETS MOUNTED ON AN ST28 OR ST55 EQUIPMENT STAND WITH DRAIN 

DRAWER  

1 EA FLT0040 WATER TREATMENT SYSTEM, DUAL‐CARTRIDGE, REDUCES 

SEDIMENTS OVER 0.5 MICRONS, REDUCES CHLORINE, INCLUDES (1) 

FLT0014 ACTIVATED CARBON FILTER & INCLUDES (1) FLT0018 CATALYTIC 

CARBON FILTER 

1 EA GAS TYPE TO BE SPECIFIED 

1 EA (VOS115) 115V/60/1‐PH, 4.0 AMPS, STANDARD 



  

Addition to La Harpe Elementary 
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1 EA RIGHT HAND DOOR HINGING NOT AVAILABLE 

1 EA UNISTAND25 (P/N 111717) EQUIPMENT STAND, 25" H, STAINLESS STEEL 

1 CS DISSOLVE DESCALING SOLUTION, (6) ONE‐GALLON CONTAINERS WITH 

QUART MARKINGS (P/N 106174) 
1 EA DORMONT 1675BPQ2S60 DORMONT BLUE HOSE™ MOVEABLE GAS 
CONNECTOR HOSE ASSEMBLY, 3/4" INSIDE DIA., 60" LONG, COVERED WITH 
STAINLESS STEEL BRAID, COATED WITH BLUE ANTIMICROBIAL PVC, (1) 
SNAPFAST® QD, (2) SWIVEL MAX®, 124,000 BTU/HR MINIMUM FLOW 
CAPACITY, LIMITED LIFETIME WARRANTY 

 
17 (2) EA CONVECTION OVEN, GAS 
GARLAND MODEL NO. MCO‐GS‐20‐S‐SIGNATURE 

SIGNATURE MASTER SERIES CONVECTION OVEN, GAS, DOUBLE‐DECK, 

STANDARD DEPTH 41‐1/2", (2) SPEED FAN, MASTER 200 SOLID STATE 

CONTROLS WITH 1 HOUR TIMER, ELECTRIC IGNITION, (2) SPEED FAN, 

DEPENDENT 60/40 DOORS WITH WINDOWS, STAINLESS STEEL FRONT, 

SIDES & TOP, PORCELAIN CAVITY, 24" COOKING CAVITY HEIGHT, WITH (6) 

CHROME PLATED OVEN RACKS ON 13‐POSITION RACK GUIDES, STANDARD 

LOCKING CASTERS, FLEXIBLE GAS LINE, 120,000 BTU (GARLAND), UL, CUL, 

NSF 

2 EA THE GARLAND SIGNATURE PROGRAM IS APPLICABLE TO STANDARD 

EQUIPMENT FEATURES ONLY. MODELS WITH ACCESSORIES AND OPTIONS 

NOT LISTED UNDER THE SIGNATURE SUFFIX ARE NOT APPLICABLE AND 

STANDARD PRICING WILL APPLY. 

2 EA (2) YEAR LIMITED PARTS & (1) YEAR LABOR WARRANTY, DOOR 

WARRANTY (5) YEAR LIMITED PARTS EXCEPT WINDOW, COVERS 

PRODUCTS PURCHASED AND INSTALLED IN THE USA & CANADA ONLY, 

STANDARD 

2 EA GAS TYPE TO BE SPECIFIED 

2 EA (2) 120V/60/1‐PH, 9.8 AMPS, NEMA 5‐15P (3/4 HP MOTOR), STANDARD 

2 EA TOP OVEN: STAINLESS STEEL ENCLOSED BACK, STANDARD 

2 EA BOTTOM OVEN: STAINLESS STEEL ENCLOSED BACK, STANDARD 

2 EA SWIVEL CASTERS WITH FRONT BRAKES (SET OF FOUR)  
1 EA DORMONT 1675BPQ2SR48 DORMONT BLUE HOSE™ MOVEABLE GAS 
CONNECTOR HOSE ASSEMBLY, 3/4" INSIDE DIA., 48" LONG, COVERED WITH 
STAINLESS STEEL BRAID, COATED WITH BLUE ANTIMICROBIAL PVC, (1) 
SNAPFAST® QD, (2) SWIVEL MAX®, COILED RESTRAINING CABLE WITH 
HARDWARE, 160,000 BTU/HR MINIMUM FLOW CAPACITY 

 

18 (1) EA TILTING SKILLET BRAISING PAN, GAS 
CLEVELAND RANGE MODEL NO. SGL30TR 

DURAPAN™ TILTING SKILLET, GAS, 30‐GALLON CAPACITY, MODULAR OPEN 

BASE, STANDARD WITH HYDRAULIC HAND TILT WITH QUICK LOWERING 
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FEATURE, STAINLESS STEEL CONSTRUCTION, INCLUDES SPRING‐ASSISTED 

COVER, GALLON MARKINGS AND ELECTRONIC SPARK IGNITION, STANDARD 

LOCKING CASTERS, FLEXIBLE GAS LINE, 91,000 BTU, IPX6, CE, NSF 

1 EA 1‐YEAR PARTS & LABOR WARRANTY, STANDARD 

1 EA EXTENDED WARRANTY, NOT TO EXCEED 36 MONTHS FROM DATE OF 

INSTALLATION (K‐12 SCHOOLS ONLY) 

1 EA 10 YEAR PAN WARRANTY (K‐12 SCHOOLS ONLY) 

1 EA PERFORMANCE START‐UP INCLUDED AT CUSTOMER REQUEST AFTER 

EQUIPMENT IS INSTALLED (FREE WATER QUALITY CHECK INCLUDED) 

1 EA 11000115902 INSTALLATION OF FIRST UNIT, FLOOR MODEL GAS & 

ELECTRIC KETTLES KEL, KGL SERIES & TILT SKILLETS SEL, SGL, TR, T1 

SERIES 

1 EA 11000116000 PRE‐INSTALLATION SITE SURVEY  

1 EA GAS TYPE TO BE SPECIFIED 

1 EA STANDARD WATTAGE 

1 EA 120V/60/1‐PH, 1.8 AMPS NEMA 5‐15P, STANDARD 

1 EA HTS STANDARD MANUAL HAND TILT, WITH QUICK LOWERING FEATURE 

(HYDRAULIC) 

1 EA TD2SK 2" TANGENT DRAW‐OFF VALVE, FRONT MOUNTED LEFT SIDE 

(NOTE: MAY REQUIRE ADDITIONAL LEAD TIME, CONTACT FACTORY) 

1 EA SPK14 SINGLE PANTRY FAUCET AND BRACKET FOR SEL30TR, 

SEL40TR, SGL30TR, SGL40TR, SGM30TR, SGM40TR, SEM30TR, SEM40TR 

1 EA INSTWATER INSTALL KIT, FOR OPTIONAL WATER FAUCETS, (2) 3/4"‐ 6FT 

LONG WATER HOSES, 1/2" NPT MALE X 3/4" GARDEN HOSE MALE 

1 EA DORMONT 1675BPQ2SR48 DORMONT BLUE HOSE™ MOVEABLE GAS 
CONNECTOR HOSE ASSEMBLY, 3/4" INSIDE DIA., 48" LONG, COVERED WITH 
STAINLESS STEEL BRAID, COATED WITH BLUE ANTIMICROBIAL PVC, (1) 
SNAPFAST® QD, (2) SWIVEL MAX®, COILED RESTRAINING CABLE WITH 
HARDWARE, 160,000 BTU/HR MINIMUM FLOW CAPACITY 

 

24 (1) EA REACH‐IN REFRIGERATOR 
BEVERAGE AIR MODEL NO. HBR35HC‐1 

HORIZON SERIES REFRIGERATOR, REACH‐IN, TWO‐SECTION, 39‐1/2"W, 84‐ 
1/8"H, 35.08 CU. FT. CAPACITY, (1) RIGHT‐HAND SOLID HINGED DOOR 

(LOCKABLE), (1) LEFT‐HAND SOLID HINGED DOOR (LOCKABLE), (6) 

ADJUSTABLE SHELVES, ELECTRONIC CONTROL, LED INTERIOR LIGHTING, 

DIGITAL DISPLAY, ADAPTIVE DEFROST, BOTTOM MOUNTED SELF‐
CONTAINED REFRIGERATION, STAINLESS STEEL INTERIOR, EXTERIOR 

STAINLESS STEEL FRONT, SIDES & GRILLE, GALVANIZED BACK & BOTTOM, 

R290 HYDROCARBON REFRIGERANT, 1/4 HP, CULUS, UL EPH CLASSIFIED, 

UL‐SANITATION 
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1 EA 7 YEAR PARTS & LABOR AND 7 YEAR COMPRESSOR WARRANTY 

(EXCLUDES MAINTENANCE ITEMS) 

1 EA 115V/60/1‐PH, 2.4 AMPS, CORD, NEMA 5‐15P 

1 EA LEFT DOOR HINGED LEFT, RIGHT DOOR HINGED ON RIGHT, STANDARD 

1 EA 6" HEAVY DUTY CASTERS (2) LOCKING, STANDARD 

 

25 (1) EA REACH‐IN FREEZER 
BEVERAGE AIR MODEL NO. FB12HC‐1S 

VISTA® FREEZER, REACH‐IN, ONE‐SECTION, 24"W, 67‐3/8"H, 11.9 CU. FT., 

ELECTRONIC CONTROL, (1) LOCKABLE HINGED SOLID DOOR, (4) 

ADJUSTABLE WIRE SHELVES, LED INTERIOR LIGHTING, ADAPTIVE 

DEFROST, GRAY PAINTED ALUMINUM INTERIOR, STAINLESS STEEL FRONT, 

GRAY COATED STEEL SIDES, BOTTOM‐MOUNTED SELF‐CONTAINED 

REFRIGERATION, R290 HYDROCARBON REFRIGERANT, 1/2 HP, CULUS, UL 

EPH CLASSIFIED, UL‐SANITATION 1 EA 7 YEAR PARTS & LABOR AND 7 YEAR 

COMPRESSOR WARRANTY (EXCLUDES MAINTENANCE ITEMS) 

1 EA 115V/60/1‐PH, 5.0 AMPS, CORD WITH NEMA 5‐15P 

1 EA DOOR HINGED ON RIGHT STANDARD 

1 EA 6" HEAVY DUTY CASTERS (2) LOCKING, STANDARD 

 

27 (1) EA ICE MAKER, CUBE‐STYLE 
SCOTSMAN MODEL NO. MC0330MAX‐1 

PRODIGY ELITE® ICE MAKER, CUBE STYLE, AIR‐COOLED, SELF‐CONTAINED 

CONDENSER, PRODUCTION CAPACITY UP TO 365 LB/24 HOURS AT 70°/50° 

(283 LB AHRI CERTIFIED AT 90°/70°), MEDIUM CUBE SIZE, ICELINQ® 

MOBILE APP, BLUETOOTH® CONNECTIVITY, PRESERVATION MODE, 

EXTERNAL BIN FULL INDICATOR, AUTOALERT™ INDICATING LIGHTS, 

WATERSENSE ADJUSTABLE PURGE CONTROL, ONE‐TOUCH CLEANING, 

HARVEST ASSIST, FRONT FACING REMOVABLE AIR FILTER, UNIT SPECIFIC 

QR CODE, STAINLESS STEEL FINISH, AGION™ ANTIMICROBIAL 

PROTECTION, R290 REFRIGERANT, 115V/60/1‐PH, CETLUS, NSF, 

ENGINEERED AND ASSEMBLED IN USA 

1 EA NOTE: SALE OF THIS PRODUCT MUST COMPLY WITH SCOTSMAN'S 

MSRP POLICY; CONTACT YOUR SCOTSMAN REPRESENTATIVE FOR DETAILS 

1 EA 3 YEAR PARTS & LABOR WARRANTIES 

1 EA 5 YEAR PARTS & LABOR WARRANTIES ON EVAPORATOR 

1 EA 5 YEAR PARTS ON COMPRESSOR & CONDENSER 

1 EA B530S ICE BIN, TOP‐HINGED FRONT‐OPENING DOOR, 536 LB 

APPLICATION CAPACITY, FOR TOP‐MOUNTED ICE MAKER, 30" WIDTH, 

METALLIC FINISH EXTERIOR, TOOLLESS REMOVABLE BAFFLE, 

POLYURETHANE INSULATION, POLYETHYLENE LINER, INCLUDES 6" LEGS, 
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NSF, ENGINEERED AND ASSEMBLED IN USA1 EA 3 YEAR PARTS & LABOR 

WARRANTIES 

1 EA AP1‐P AQUAPATROL™ PLUS WATER FILTRATION SYSTEM, SINGLE 

SYSTEM, 2.1 GALLONS PER MINUTE MAX FLOW, DESIGNED FOR CUBERS UP 

TO 650 LB, AND FOR FLAKERS, NUGGETS & NUGGET DISPENSERS UP TO 

1,200 LB, CULUS, NSF 

 

29 (1) EA BUN / SHEET PAN RACK 
ADVANCE TABCO MODEL NO. PR30‐2W‐X 

SPECIAL VALUE PAN RACK, MOBILE, FULL HEIGHT, END LOADING, 20‐1/4"W 

X 26"D X 69‐1/4"H, (30) 18" X 26" SHEET PAN CAPACITY, SLIDES ON 2" 

CENTERS, OPEN SIDES, ALL‐WELDED ALUMINUM CONSTRUCTION, 5" 

SWIVEL CASTERS, NSF  

 

  



  

Addition to La Harpe Elementary 

School 
6566 

Foodservice Equipment  11 4000 - 10  

31 (1) EA WORK TABLE, CABINET BASE OPEN FRONT 
ADVANCE TABCO MODEL NO. EK‐SS‐303 

WORK TABLE, 36"W X 30"D, OPEN FRONT CABINET BASE, 14 GAUGE 304 

STAINLESS STEEL TOP, 5"H BACKSPLASH, STAINLESS STEEL LEGS WITH 

ADJUSTABLE HEX FEET, NSF 

1 EA TA‐36B HALF HEIGHT HINGE DOORS, 60" MAXIMUM WIDTH (PER SET OF 

2 DOORS), STAINLESS STEEL 

1 FT TA‐92 APRON IN FRONT OF SINK OR DROP IN (PER LINEAR FOOT) 

(NOTE: USE TA‐27 IF CONTROL PANEL MOUNTING IS REQUIRED) 

1 EA SHD‐2020 DRAWER, 20"W X 20"D X 5" DEEP DRAWER PAN INSERT, 

HEAVY DUTY, SELF‐CLOSING, STAINLESS STEEL, NSF 

 

32 (1) EA WALK IN COMBINATION COOLER FREEZER, SELF‐CONTAINED 
KOLPAK MODEL NO. WALK IN COMBO 

KOLPAK WALK‐IN COMBO — MODEL WALK IN COMBO (NSF) 

OVERALL DIMENSIONS: 20'‐0" (HOLD‐TO) × 8'‐8" (HOLD‐TO) × 8'‐0 1/4" 

COMPARTMENTS: 1 FREEZER + 1 COOLER (BOTH OUTDOOR) 

FREEZER COMPARTMENT (OUTDOOR) INTERIOR DIMENSIONS: 11'‐6" × 8'‐0" 

× 7'‐4 5/8" CONSTRUCTION 

• WALLS: 4" CLASS 1 FOAMED‐IN‐PLACE URETHANE (GALVALUME 

EMBOSSED 26 GA) 20 GA EXTERIOR) 

• FLOOR: STANDARD 1000# ERA, SMOOTH ALUMINUM (.100) 

ACCESSORIES 

• LED LIGHT, 48" 

• HEATED PRESSURE RELIEF VENT (KASON 1832) 

REFRIGERATION CONDENSING UNIT: KPC250ALZOP‐2S, 2.5 HP, R454A, 208‐
230/60/1, AIR‐COOLED EVAPORATOR: KEL26‐079‐2EC‐PR‐A, LOW TEMP, 

ELECTRIC DEFROST FREEZER DOOR 

• 34" × 78", LEFT SWING 

• KASON HARDWARE, FRP THRESHOLD, LED FIXTURE, 

SWITCH/THERMOMETER COMBO COOLER COMPARTMENT (OUTDOOR) 

INTERIOR DIMENSIONS: 7'‐6" × 8'‐0" × 7'‐4 5/8" CONSTRUCTION 

• WALLS/CEILING: 4" CLASS 1 FOAM, GALVALUME 26 GA, SUPER CEILING 

• FLOOR: STANDARD 1000# ERA, SMOOTH ALUMINUM 

ACCESSORIES 

• LED LIGHT, 48" 

• 21 RACKING CLIPS 

• SLOPED ROOF CAP 

• 120 TAPCONS  

REFRIGERATION  CONDENSING UNIT: KPC50AMZOP‐2S, 1/2 HP, R454A 

EVAPORATOR: KAM16‐081‐1EC‐PR‐A, MEDIUM TEMP, AIR DEFROST 

COOLER DOOR 
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• 34" × 78", RIGHT SWING 

• KASON HARDWARE, FRP THRESHOLD, HEATED VENT 

FINAL NOTES 

• APPROX PANEL SQFT: 860 

• APPROX WEIGHT: 4129 LBS 

2 EA AIR SHEILD AIR SHIELD, P/N RIGHT HINGED 552118, LEFT HINGED 

552259 (FIELD INSTALLATION), NSF, CUL, UL (NET) 

1 EA W‐CLR FIVE YEAR EXTENDED COMPRESSOR "FREEZER" WARRANTY  

1 EA W‐FRZ FIVE YEAR EXTENDED COMPRESSOR "COOLER" WARRANTY  

 

34‐COOLER WIRE SHELVING  (MATCH LAYOUT ON DRAWINGS IF DIFFERENT 
FROM SPEC BELOW 
 

8 EA WIRE SHELVING 

METRO MODEL NO. 1848NK3 

QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 48"W X 18"D, METROSEAL™ 

GREEN EPOXY‐COATED CORROSION‐RESISTANT FINISH WITH MICROBAN® 

ANTIMICROBIAL PROTECTION, PLASTIC SPLIT SLEEVES ARE INCLUDED IN 

EACH CARTON, NSF 

4 EA 2448NK3 QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 48"W X 24"D, 

METROSEAL™ GREEN EPOXY‐COATED CORROSION‐RESISTANT FINISH 

WITH MICROBAN® ANTIMICROBIAL PROTECTION, PLASTIC SPLIT SLEEVES 

ARE INCLUDED IN EACH CARTON, NSF 

12 EA 74PK3 QUICK SHIP ‐ SUPER ERECTA® SITESELECT™ POST, 74‐1/2"H, 

ADJUSTABLE LEVELING BOLT, POSTS ARE GROOVED AT 1" INCREMENTS & 

NUMBERED AT 2" INCREMENTS, DOUBLE GROOVED EVERY 8", METROSEAL 

3 GREEN EPOXY COATED CORROSION‐RESISTANT FINISH WITH 

MICROBAN® ANTIMICROBIAL PROTECTION 

 

34‐FREEZER WIRE SHELVING (MATCH LAYOUT ON DRAWINGS IF 
DIFFERENT FROM SPEC BELOW 
 

METRO MODEL NO. 1848NK3 

QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 48"W X 18"D, METROSEAL™ 

GREEN EPOXY‐COATED CORROSION‐RESISTANT FINISH WITH MICROBAN® 

ANTIMICROBIAL PROTECTION, PLASTIC SPLIT SLEEVES ARE INCLUDED IN 

EACH CARTON, NSF 

12 EA 2460NK3 QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 60"W X 24"D, 

METROSEAL™ GREEN EPOXY‐COATED CORROSION‐RESISTANT FINISH 

WITH MICROBAN® ANTIMICROBIAL PROTECTION, PLASTIC SPLIT SLEEVES 

ARE INCLUDED IN EACH CARTON, NSF 

20 EA 74PK3 QUICK SHIP ‐ SUPER ERECTA® SITESELECT™ POST, 74‐1/2"H, 
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ADJUSTABLE LEVELING BOLT, POSTS ARE GROOVED AT 1" INCREMENTS & 

NUMBERED AT 2" INCREMENTS, DOUBLE GROOVED EVERY 8", METROSEAL 

3 GREEN EPOXY COATED 

 

34‐DRY STORAGE WIRE SHELVING (MATCH LAYOUT ON DRAWINGS IF 
DIFFERENT FROM SPEC BELOW 
 
METRO MODEL NO. 1836BR 
QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 36"W X 18"D, BRITE (ZINC) 
FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH CARTON, NSF 
4 EA 1848BR QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 48"W X 18"D, 

BRITE (ZINC) FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH 

CARTON, NSF 

12 EA 1860BR QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 60"W X 18"D, 

BRITE (ZINC) FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH 

CARTON, NSF 

20 EA 74P QUICK SHIP ‐ SUPER ERECTA® SITESELECT™ POST, 74‐1/2"H, 

ADJUSTABLE LEVELING BOLT, POSTS ARE GROOVED AT 1" INCREMENTS & 

NUMBERED AT 2" INCREMENTS, DOUBLE GROOVED EVERY 8", CHROME 

FINISH 

***RIGHT SIDE*** 

4 EA 1848BR QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 48"W X 18"D, 

BRITE (ZINC) FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH 

CARTON, NSF 

16 EA 1860BR QUICK SHIP ‐ SUPER ERECTA® SHELF, WIRE, 60"W X 18"D, 

BRITE (ZINC) FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH 

CARTON, NSF 

20 EA 74P QUICK SHIP ‐ SUPER ERECTA® SITESELECT™ POST, 74‐1/2"H, 

ADJUSTABLE LEVELING BOLT, POSTS ARE GROOVED AT 1" INCREMENTS & 

NUMBERED AT 2" INCREMENTS, DOUBLE GROOVED EVERY 8", CHROME 

FINISH 

***LEFT SIDE*** 

8 EA 2436BR SUPER ERECTA® SHELF, WIRE, 36"W X 24"D, BRITE (ZINC) 

FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH CARTON, NSF 

24 EA 2460BR SUPER ERECTA® SHELF, WIRE, 60"W X 24"D, BRITE (ZINC) 

FINISH, PLASTIC SPLIT SLEEVES ARE INCLUDED IN EACH CARTON, NSF 

32 EA 74P QUICK SHIP ‐ SUPER ERECTA® SITESELECT™ POST, 74‐1/2"H, 

ADJUSTABLE LEVELING BOLT, POSTS ARE GROOVED AT 1" INCREMENTS & 

NUMBERED AT 2" INCREMENTS, DOUBLE GROOVED EVERY 8", CHROME 

FINISH 

***CENTER*** 
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A1‐3 ALT (1) EA DISHTABLE, SOILED "L" SHAPED <ALTERNATE> 
ADVANCE TABCO MODEL NO. DTS‐K30‐108L 

KORNER‐SOIL DISHTABLE, L‐SHAPED, ATTACHES TO LEFT OF DISH 

MACHINE OPERATOR, 10‐1/2"H BACKSPLASH, WITH PRE‐RINSE SINK, 

STAINLESS STEEL LEGS, WITH STAINLESS STEEL CROSSRAILS, 107" LONG, 

14/304 STAINLESS STEEL, INCLUDES PRERINSE BASKET WITH SLIDE BAR 

(SLIDE BAR ONLY WHEN K‐461 OR K‐461A DISPOSER ADAPTER IS 

SPECIFIED) 

1 EA K‐508 MODIFICATION TO REDUCE LENGTH, LEFT LEG IS 102" (VERIFY)  

2 FT DTA‐56 ADDITIONAL DRAINBOARD AREA ON MACHINE SIDE (PRICED 

PER LINEAR FOOT), INFEED TO 80" (VERIFY) 

1 EA K‐454 SIDE SPLASH, INTEGRAL (WELDED), FOR NSF SINKS & DISH 

TABLES, HEIGHT MATCHES BACKSPLASH HEIGHT (SPECIFY SIDE) 

3 FT DTA‐84 SIMPLE PASS‐THRU (SOLD PER LINEAR FOOT) (MINIMUM 3 FT)  

1 EA PRINT REQUIRED  

1 EA TA‐1 MODIFY PASS‐THRU SHELF TO ACCOMMODATE ROLL‐DOWN 

DOOR  

1 EA K‐461A INSTALL COLLAR, WITH 14" X 16" CONTROL BRACKET  

1 EA K‐37 ANTI‐SIPHON VACUUM BREAKER HOLES 

 

4ALT (1) EA DISPOSER <ALTERNATE> 
INSINKERATOR MODEL NO. SS‐300‐18B‐CC202 

SS‐300™ COMPLETE DISPOSER PACKAGE, WITH 18" DIAMETER BOWL, 6‐ 
5/8" DIAMETER INLET, WITH SLEEVE GUARD & SPLASH BAFFLE, 3 HP 

MOTOR, STAINLESS STEEL CONSTRUCTION, INCLUDES SYPHON BREAKER, 

SOLENOID VALVE, FLOW CONTROL VALVE, CC‐202 CONTROL CENTER, 

AUTO REVERSING 

1 EA (1) YEAR PARTS & LABOR WARRANTY FROM DATE OF INSTALLATION 

(STANDARD) 

1 EA STANDARD HEIGHT DISPOSER BODY  

1 EA SYPHON STD SYPHON BREAKER STANDARD, 1/2" (11477)  

 
A1‐5ALT (1) EA DISHWASHER, DOOR TYPE, VENTLESS <ALTERNATE> 

CMA DISHMACHINES MODEL NO. 180‐VL TALL 

ENERGY MIZER® TALL VENTLESS DISHWASHER, 3 DOOR, DOOR TYPE, 25‐ 
1/2"W X 29"D X 96‐5/16"H, VENTLESS HEAT RECOVERY & CONDENSATION 

REMOVAL, HIGH TEMPERATURE SANITIZING WITH BUILT‐IN 12.0 KW 

BOOSTER HEATER, APPROXIMATELY (40) RACKS/HOUR, 28" DISH 

CLEARANCE, SAFE‐T‐TEMP RINSE FEATURE, FULLY AUTOMATIC CYCLE, 6.0 

KW WASH TANK HEATER, AUTOMATIC HEAT EXCHANGER CONDENSER & 

WASH‐DOWN, DOOR SAFETY INTERLOCK SYSTEM INCLUDED, RINSE 

PRESSURE REGULATING VALVE & WASH TANK SCREENS, STAINLESS 
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STEEL CONSTRUCTION, ADJUSTABLE FEET, STRAIGHT OR CORNER 

APPLICATION, 1 HP WASH PUMP MOTOR, CULUS, 208V/60/3‐PH, 49.0 AMPS, 

STANDARD 

1 EA 3 DOORS, STANDARD  

1 EA SAFE‐T‐TEMP FEATURE ASSURES 180 DEGREE SANITIZING RINSE 

ONCE THE BOOSTER THERMOSTAT HAS BEEN SATISFIED. CYCLE TIME WILL 

VARY DUE TO INCOMING WATER TEMPERATURE. 
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A1‐6ALT (1) EA CLEAN DISHTABLE <ALTERNATE> 
ADVANCE TABCO MODEL NO. DTC‐S30‐36R 

DISHTABLE, CLEAN, STRAIGHT DESIGN, ATTACHES TO RIGHT OF DISH 

MACHINE 

OPERATOR, 10‐1/2"H BACKSPLASH, 3" ROLLED FRONT & SIDE RIMS, 

STAINLESS STEEL LEGS & CROSSRAILS, 35"W X 30"D X 34"H, 14/304 

STAINLESS STEEL 

END OF SECTION  11 4000 
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SECTION 32 3113

CHAIN LINK FENCES AND GATES

PART 1  GENERAL

1.01 SECTION INCLUDES

A. Posts, rails, and frames.

B. Wire fabric.

C. Manual gates with related hardware.

D. Accessories.

1.02 RELATED REQUIREMENTS

A. Section 03 3000 - Cast-in-Place Concrete:  Concrete anchorage for posts.

1.03 REFERENCE STANDARDS

A. ASTM A123/A123M - Standard Specification for Zinc (Hot-Dip Galvanized) Coatings on Iron

and Steel Products; 2017.

B. ASTM A392 - Standard Specification for Zinc-Coated Steel Chain-Link Fence Fabric; 2011a

(Reapproved 2022).

C. ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip Process; 2023.

D. ASTM F567 - Standard Practice for Installation of Chain-Link Fence; 2023.

E. FS RR-F-191/1D - Fencing, Wire and Post Metal (Chain-Link Fence Fabric); 1990.

1.04 SUBMITTALS

A. See Section 01 3000 - Administrative Requirements, for submittal procedures.

B. Product Data:  Provide data on fabric, posts, accessories, fittings and hardware.

1.05 QUALITY ASSURANCE

A. Manufacturer Qualifications:  Company specializing in manufacturing products specified in this

section, with not less than three years of documented experience.

B. Fence Installer:  Company with demonstrated successful experience installing similar projects

and products, with not less than five years of documented experience.

1.06 WARRANTY

A. See Section 01 7800 - Closeout Submittals, for additional warranty requirements.

B. Correct defective Work within a five year period after Date of Substantial Completion.
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PART 2  PRODUCTS

2.01 COMPONENTS

A. Line Posts:  ​2.38 inch ​ diameter.

B. Corner and Terminal Posts:  ​2.78 inch ​ diameter.

C. Fabric:  2 inch diamond mesh interwoven wire, 6 gauge, 0.1920 inch thick, top selvage knuckle

end closed, bottom selvage twisted tight.

D. Tension Wire:  6 gauge, 0.1920 inch thick steel, single strand.

E. Tie Wire:  Aluminum alloy steel wire.

2.02 MATERIALS

A. Posts, Rails, and Frames ​​:

1. Formed from hot-dipped galvanized steel sheet, ASTM A653/A653M, HSLAS, Grade 50,

with G90 (Z275) zinc coating.

2. Line Posts:  Type I round in accordance with FS RR-F-191/1D.

3. Terminal, Corner, Rail, Brace, and Gate Posts:  Type I round in accordance with FS RR-F-

191/1D.

B. Wire Fabric ​​:

1. ASTM A392 zinc coated steel chain link fabric.

2.03 MANUAL GATES AND RELATED HARDWARE

A. Hardware for Double Swinging Gates: 180 degree hinges, 2 for gates up to 60 inches high, 3

for taller gates; drop bolt on inactive leaf engaging socket stop set in concrete, active leaf

latched to inactive leaf preventing raising of drop bolt, padlock hasp; keepers to hold gate in

fully open position.

B. Hinges: Finished to match fence components.

C. Latches: Finished to match fence components.

2.04 ACCESSORIES

A. Caps:  Cast steel galvanized; sized to post diameter, set screw retainer.

B. Fittings:  Sleeves, bands, clips, rail ends, tension bars, fasteners and fittings; steel.

C. Privacy Slats:  ​Vinyl ​ strips, sized to fit fabric weave.

2.05 FINISHES

A. Components (Other than Fabric):  Galvanized in accordance with ASTM A123/A123M, at 1.7

ounces per square foot.

B. Accessories:  Same finish as framing.
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PART 3  EXECUTION

3.01 EXAMINATION

A. Verification of Conditions:  Verify that areas are clear of obstructions or debris ​​.

3.02 PREPARATION

A. Removal:  Obstructions or debris.

3.03 INSTALLATION

A. Install framework, fabric, accessories and gates in accordance with ASTM F567.

B. Place fabric on outside of posts and rails.

C. Set intermediate posts plumb , in concrete footings with top of footing 2 inches above finish

grade.  Slope top of concrete for water runoff.

D. Brace each gate and corner post to adjacent line post with horizontal center brace rail ​​.  Install
brace rail one bay from end and gate posts.

E. Provide top rail through line post tops and splice with 6 inch long rail sleeves.

F. Install center brace rail on corner gate leaves.

G. Do not stretch fabric until concrete foundation has cured ​14 ​ days.

H. Position bottom of fabric 2 inches above finished grade.

I. Attach fabric to end, corner, and gate posts with tension bars and tension bar clips.

J. Install hardware and gate with fabric ​​ to match fence.

3.04 TOLERANCES

A. Maximum Variation From Plumb:  1/4 inch.

B. Maximum Offset From True Position:  1 inch.

C. Do not infringe on adjacent property lines.

3.05 CLEANING

A. Clean jobsite of excess materials; scatter excess material from post hole excavations uniformly

away from posts. Remove excess material if required.

B. Clean fence with mild household detergent and clean water rinse well.

END OF SECTION  32 3113
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SCALE:   1/8" = 1'-0"1 FOUNDATION PLAN
4'0 8' 16'

1.

2.
3.

4.

5.
6.

7.

8.

9.

10.

GENERAL NOTES:

T.O. CONCRETE SLAB @ MAIN LEVEL EL: = 100'-0" (U.N.O.) (MATCH EXISTING SLAB 
ELEVATION)
T.O. FOUNDATION WALL EL: = 100'-0" (U.N.O.)
T.O. FOOTING EL: = 96'-0" (U.N.O.). SEE STRUCTURAL ELEVATIONS FOR TOP OF 
FOOTING ELEVATIONS, STEPPED FOOTING LOCATIONS ETC.
SOG-1 - INDICATES 5" SLAB ON GRADE CONSTRUCTION REINFORCED WITH 6x6 - 
W2.9xW2.9 W.W.F. ATOP 6" COMPACTED GRANULAR FILL (CA-7)
SOG-E - INDICATES EXISTING CONCRETE SLAB ON GRADE CONSTRUCTION 
FX.X - INDICATES CONCRETE SPREAD FOOTING AT STEEL COLUMN OR CONCRETE 
PIER, SEE PLAN AND SCHEDULE FOR SIZE AND REINFORCING.
MW-X - INDICATES LOAD BEARING CONCRETE MASONRY UNIT (CMU) WALL WITH 
VERTICAL REINFORCING BAR IN FULLY GROUTED CELLS, SEE PLAN AND SCHEDULE 
FOR WALL SIZE, REINFORCING BAR SIZE AND SPACING.
CX - INDICATES STEEL COLUMN, SEE PLAN AND SCHEDULE FOR SIZE AND 
ADDITIONAL REQUIREMENTS.
VERIFY TOP OF FREEZER COOLER SLAB ELEVATION WITH FREEZER / COOLER 
SUPPLIER.

                    - INDICATES TOP OF CONCRETE FOUNDATION WALL TO BE HELD DOWN AT 
                     EXTERIOR OR INTERIOR DOOR LOCATION, COORDINATION LOCATION 
                     WITH ARCHITECTURAL DRAWINGS.

KEYED NOTES FOUNDATION
1. CAST-IN-PLACE CONCRETE FOUNDATION WALL AND FOOTING, SEE DETAILS AND

SCHEDULE FOR SIZE AND REINFORCING.
2. DEPRESS CONCRETE FOUNDATION WALL AT EXTERIOR DOOR.
3. CAST-IN-PLACE CONCRETE STEPPED FOOTING, SEE DETAILS FOR REINFORCING

REQUIREMENTS AND PLAN FOR ELEVATIONS.
4. CAST-IN-PLACE CONCRETE EXTERIOR STOOP SLAB AND FOUNDATION WALLS.
5. CONCRETE CONTROL OR CONSTRUCTION JOINT LOCATION, SEE STRUCTURAL NOTES AND

DETAILS FOR ADDITIONAL INFORMATION
6. EXTERIOR CONCRETE STAIR / RAMP, SEE CIVIL DRAWINGS
7. EXISTING CAST-IN-PLACE CONCRETE FOOTING.
8. BRICK LEDGE, SEE PLAN AND DETAILS FOR ELEVATION.
9. (2) #4x48"BARS AT REENTRANT CORNER
10. EXISTING CMU FOUNDATION WALL TO REMAIN.
11. EXISTING CONCRETE SLAB-ON-GRADE.
12. NEW OPENING AT EXISTING MASONRY WALL, SEE DETAILS AND LINTEL SCHEDULE FOR

ADDITIONAL INFORMATION.
13. TRENCH DRAIN, FLOOR DRAIN OR FLOOR SINK LOCATION, SEE PLUMBING DRAWINGS FOR

ADDITIONAL INFORMATION.
14. INTERIOR NON-LOAD BEARING CMU WALL, SEE ARCHITECTURAL DRAWINGS AND MASONRY

WALL SCHEDULES FOR ADDITIONAL INFORMATION.
15. INTERIOR CMU SHEAR WALL, SEE ARCHITECTURAL DRAWINGS AND MASONRY WALL

SCHEDULES FOR ADDITIONAL INFORMATION.

REVISIONS

NO. Date Description
2 12/3/25 ADD. 02

SCALE:   1/8" = 1'-0"2
FOUNDATION PLAN - EXISTING
RESTROOMS

4'0 8' 16'

2



2

EXISTING 
CONCRETE 
FOOTING

EXISTING MASONRY 
FOUNDATION WALL 
(TO REMAIN)

EXISTING MASONRY 
WALL (TO REMAIN)

EXISTING CONCRETE 
SLAB ON GRADE

CONCRETE FOOTING, SEE 
PLAN AND SCHEDULE FOR 
SIZE AND REINFORCING.

T.O. PIER
EL. = 99'-4"

NEW STEEL HSS 
COLUMN

STEEL BASE PLATE, 
1/4" SETTING PLATE 
AND 1 1/4" GROUT BED

CONCRETE 
SLAB-ON-GRADE

NEW CONCRETE 
PIER

#6 VERTICAL 
BARS (HOOKED / 
EPOXY DOWELS)

#4 TIES (EPOXY 
ANCHOR INTO EXISTING 
FOUNDATION WALL

ALIGN

3"
  C

LR
.

1/2" EXPANSION JOINT 

THICKENED SLAB AT 
EDGE OF S.O.G.

ALUMINUM 
STOREFRONT 
FRAMING

5 3/8"

REINFORCING BARS 
(LONGITUDINAL)

REINFORCING BARS 
(TRANSVERSE)

2x4 SHEAR KEY

CONCRETE FOOTING, 
SEE PLAN AND 
SCHEDULE FOR SIZE 
AND REINFORCING.

#5 HORIZONTAL BARS @
16"O.C. (V) EACH FACE.

#5 HOOKED BARS @ 
16" O.C. (H) O.F. 

EXTERIOR 
GRADE, SEE 
SITE PLAN

#5 HOOKED BARS @ 
16" O.C. (H) I.F. 

10"

34
"

8"

B

3 5/8" 4"

3/16" CENTERLINE OF 
WALL TO GL-B

REINFORCING BARS 
(LONGITUDINAL)

REINFORCING BARS 
(TRANSVERSE)

CONCRETE FOOTING, 
SEE PLAN AND 
SCHEDULE FOR SIZE 
AND REINFORCING.

1/2" EXPANSION JOINT 

8" CMU WALL, SEE 
PLAN AND SCHEDULE 
FOR REINFORCING

THICKENED SLAB AT 
EDGE OF S.O.G.

C
LR

.
3"

MASONRY WALL DOWELS, 
MATCH SIZE AND SPACING 
OF WALL REINFORCING, SEE 
MASONRY WALL SCHEDULE.

MAIN LEVEL
100' - 0"

C

REINFORCING BARS 
(LONGITUDINAL)

REINFORCING BARS 
(TRANSVERSE)

2x4 SHEAR KEY

1/2" EXPANSION JOINT 

8" CMU WALL, SEE 
PLAN AND SCHEDULE 
FOR REINFORCING

48" REINFORCING DOWEL 
FOR MASONRY WALL, 
MATCH SIZE AND SPACING 
OF CMU WALL REINF.

THICKENED SLAB AT 
EDGE OF S.O.G.

FACE BRICK, SEE 
ARCH. DWGS.

CONCRETE 
FOUNDATION WALL

CONCRETE FOOTING, 
SEE PLAN AND 
SCHEDULE FOR SIZE 
AND REINFORCING.

#5 HORIZONTAL BARS @
16"O.C. (V) EACH FACE.

#5 HOOKED BARS @ 
16" O.C. (H) E.F. 

EXTERIOR 
PAVING, SEE 
SITE PLAN

10"

66
"

2

EXISTING 
CONCRETE 
FOOTING

EXISTING MASONRY 
FOUNDATION WALL 
(TO REMAIN)

EXISTING MASONRY WALL 
(TO BE REMOVED TO 10" 
BELOW MAIN LEVEL)

#4x30" DOWELS, EPOXY 
ANCHOR INTO EXISTING 
CONCRETE SLAB, MIN. 6" 
EMBEDMENT

THICKENED SLAB EDGE 
AT NEW CONCRETE 
SLAB-ON-GRADE

10
"

EXISTING CONCRETE 
SLAB ON GRADE

6"

C

2

4"

1'
 - 

4"
10

" F
N

D
. W

A
LL

2'
 - 

2"

12' - 6"

10" FND. WALL

EXISTING 
FOUNDATION 
WALL

EXISTING 
CONCRETE 
FOOTING

F2.0

F4.1

C2

1' - 4"
1'

 - 
6"

 NEW CONCRETE 
PIER

3 
13

/1
6"T.O. WALL

EL. = 99'-4"

T.O. WALL
EL. = 100'-0"

EXTERIOR STOOP 
FOUNDATION 6"
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SCALE:   1" = 1'-0"3 FOUNDATION DETAIL

SCALE:   1" = 1'-0"2 FOUNDATION DETAIL

SCALE:   1" = 1'-0"1 FOUNDATION DETAIL

SCALE:   1" = 1'-0"4 FOUNDATION DETAIL

REVISIONS

NO. Date Description
2 12/3/25 ADD. 02

SCALE:   3/8" = 1'-0"5
ENLARGED FOUNDATION PLAN AT
NEW VESTIBULE

0 2' 4' 6'
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A200
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10"

CLASSROOM
101

CLASSROOM
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OFFICE
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STOR.
104

ENTRY
VESTIBULE

106

CORRIDOR
107

CAFETERIA
TABLE

STORAGE
108

CAFETERIA/MULTI-PURPOSE
ROOM

109

RESTROOM
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KITCHEN
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PRINCIPAL
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F.1

F.1
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F.1

F.1
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A101

7
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6

4

25

7

724

25

25

24

7

7

30

30

EXISTING SCHOOL - 1996 ADD'N

EXISTING SCHOOL - 1956 ORIG

NEW ADD'N
7730 SF

WOMENS RESTROOM 118

MENS RESTROOM 119

VINYL COMPOSITION TILE
VCT-1 

MFG:  ARMSTRONG
STYLE: STANDARD EXELON
COLOR: TBD (STANDARD)
COLOR #: TBD (STANDARD)
SIZE: 12 X 12
INSTALL: STANDARD

CONCRETE FLOORING
SC-1 SEALED, REFER TO SPEC

RUBBER COVE BASE
RCB-1

MFG: JOHNSONITE 
COLOR: TBD
SIZE: 4"

FLUID APPLIED FLOORING
FA-1 

MFG:  STONHARD
STYLE: STONTEC
COLOR: TBD (STANDARD)
4" INTEGRAL FLASH COVE

 

INTERIOR FINISH SPECIFICATIONS
ACOUSTICAL CEILING TILE
SAT-1 

MFG: ARMSTRONG
STYLE: MESA #684
EDGE: 15/16" ANGULAR TEGULAR 
SIZE: 24 X 24
COLOR: WHITE
GRID:  PRELUDE XL, 15/16" WHITE

SAT-2 (KITCHEN AREA)
MFG: ARMSTRONG
STYLE:  KITCHEN ZONE
EDGE:  STANDARD 
SIZE: 24 X 24
COLOR: WHITE
GRID:  PRELUDE XL, 15/16" WHITE

PAINT 
P1 (MAIN)

MFG: SHERWIN WILLIAMS
COLOR: TBD
NO: TBD

P2 (OPEN STRUCTURE CEILING)
MFG: SHERWIN WILLIAMS
COLOR: TBD
NO: TBD

 

CERAMIC TILE
CT-1 FLOOR TILE 

MFG:  DALTILE
STYLE: MODERNIST
COLOR: MFGR STANDARDS
COLOR #: MFGR STANDARDS
SIZE: 24" X 24"
INSTALL: TBD

CT-2 WALL TILE
MFG:  DALTILE

STYLE: COLOR WHEEL LINEAR
COLOR: MFGR STANDARDS
COLOR #: MFGR STANDARDS
SIZE: SEE DETAIL

 

4'
 - 

4"
1'

 - 
4"

3'
 - 

4"

4 X 12 FLAT TOP COVE BASE

4 X 8 FIELD TILE

4 X 8 ACCENT TILE
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4'0 8' 16'

SCALE:   1/8" = 1'-0"1 MAIN LEVEL PLAN

SCALE:   1/4" = 1'-0"2 MAIN LEVEL PLAN - MAIN RESTROOMS
0 2' 4' 8'

KEYED NOTES ARCHITECTURAL
1 12' LONG FOLDING TABLE WITH BENCH SEATING EQ. TO PALMER HAMILTON 19F W/ ADJUSTABLE

HEIGHT AND GRAPHIC TOP.  ARTWORK TBD
2 EXPOSED STEEL COLUMN, SEE STRUCTURAL.  PT FINISH
3 EXTERIOR CONCRETE PAVING AND RAILS, SEE SITE PLANS
4 NEW DRINKING FOUNTAIN WITH BOTTLE FILLER, SEE PLUMBING DWGS
5 INFILL OPENING WITH BRICK VENEER ON EXTERIOR SIDE AND CMU ON INTERIOR SIDE
6 DROPPED HEAD ABOVE, SEE RCP.  EXTENT OF NEW FLOOR  SURFACE.  SEE ROOM FINISH PLAN
7 DROPPED HEAD ABOVE, SEE RCP.
8 PATCH, REPAIR AND CLEAN ALL PORTIONS OF EXISTING WALLS AND REPAINT
9 NEW 4'-0" WIDE X 3'-0" TALL ALUMINUM STOREFRONT FRAMED WINDOW W/ 1" INSUL. SAFETY

GLASS.  SILL AT 3'-4".  SEE SPEC 08 4413.
10 NEW CONCRETE STAIR AND RAILS, SEE SITE PLANS
11 ACCESS CONTROL HARDWARE LOCATION, SEE ELECTRICAL PLANS AND DOOR HARDWARE SPEC

08 7100.
12 18" DEEP WIRE ADJUSTABLE SHELVING ON STANDARDS.  5 ROWS OF SHELVING.  SEE SPEC 10 5723
13 SEMI RECESSED FIRE EXTINGUISHER CABINET AND FIRE EXTINGUISHER.  SEE SPEC 10 4400
14 NEW WATER HEATER.  SEE PLUMBING DWGS
15 NEW ELEC PANELS.  SEE ELEC DWGS
16 NEW ELEC PANELS.  SEE ELEC DWGS
17 THIS WALL TYPE G3
18 FREEZER/COOLER CONDENSOR SET ON HOUSEKEEPING PAD
19 PROVIDE ROOM SIGNAGE.  SEE SPEC 10 1423
20 ADA OPERATOR LOCATION, SEE ELECTRICAL PLANS AND DOOR HARDWARE SPEC 08 7100.
21 INTERCOM LOCATION, SEE ELECTRICAL PLANS AND DOOR HARDWARE SPEC 08 7100.
22 PROVIDE DOUBLE 2x CORNER FRAMING WRAPPED IN PREFIN ALUM TO MATCH STOREFRONT.
23 PROVIDE ACCENT BAND OF VCT (6" WIDE) WHERE NEW FLOOR ABUTS EXISTING
24 PROVIDE TRANSITION STRIP OF DISSIMILAR FLOORING.  SEE2/A301 FOR FREEZER/COOLER

TRANSITION
25 NEW TOILET PARTITIONS. SEE SPEC 10 2113.19
26 EXTEND WALL TO DECK
27 PROVIDE CAULK JOINT WHERE NEW MASONRY TOUCHES EXISTING
28 4" THICK CMU VENEER WHERE COOLER/FREEZER CONCEALS EXTERIOR WALL
29 NEW WALL MOUNTED SIGN, SIZE AND COPY TBD.  NEW WALL HUNG LIGHT ABOVE.  SEE

ALLOWANCES IN SPEC.
30 WORK IN THIS AREA CANNOT OCCUR UNTIL SUMMER OF 2026.  TEH EAST RESTROOMS MUST BE

COMPLETE BY FALL OF 2026.
SCALE:   1" = 60'-0"

KEY PLAN

NOTE: ALL INTERIOR WALLS TYPE G2 U.N.O.
HEAVY DASHED LINE INDICATES WALLS THAT EXTEND TO DECK

OWNER SHALL INSTALL SECURITY FILM ON EXTERIOR GLAZING 
OUTSIDE OF CONSTRUCTION CONTRACT

NOTE: ALL INTERIOR WALLS TYPE G2 U.N.O.

ROOM FINISH SCHEDULE
RM # RM NAME FLOORS BASE WALLS CEILINGS

101 CLASSROOM VCT1 RCB1 P1 SAT1
102 CLASSROOM VCT1 RCB1 P1 SAT1
103 MAIN OFFICE VCT1 RCB1 P1 SAT1
104 STOR. SC1 NONE P1 SAT1
105 PRINCIPAL VCT1 RCB1 P1 SAT1
106 ENTRY VESTIBULE VCT1 RCB1 P1 SAT1
107 CORRIDOR VCT1 RCB1 P1 SAT1
108 CAFETERIA TABLE STORAGE SC1 RCB1 P1 SAT1
109 CAFETERIA/MULTI-PURPOSE ROOM VCT1 RCB1 P1 OTS - PT2
110 RESTROOM VCT1 RCB1 P1 SAT1
111 KITCHEN FA1 FA1 P1 SAT2
112 OFFICE FA1 FA1 P1 SAT2
113 MECH FA1 FA1 P1 SAT2
114 DRY STORAGE FA1 FA1 P1 SAT2
115 HALL FA1 FA1 P1 SAT2
118 WOMENS CT1 CT1 BASE CT2 SAT1
119 MENS CT1 CT1 BASE CT2 SAT1

SCALE:   1/2" = 1'-0"3 WALL TILE PATTERN

REVISIONS

NO. Date Description
1 11/26/25 ADD. 01
2 12/3/25 ADD. 02

EXT'G FACE 
TO NEW FACE

SEE INTERIOR ELEVATIONS AND 
SPEC 10 2800 FOR TOILET ACCESSORIES

1

1

1

1

2
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Tectonic Copyright 2007Tectonic Copyright 2007
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Tectonic Copyright 2007
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EXISTING SCHOOL - 1996 ADD'N

EXISTING SCHOOL - 1956 ORIG

NEW ADD'N
7730 SF

WOMENS RESTROOM 118

MENS RESTROOM 119

NEW ACOUSTICAL CEILING, 
SEE ROOM FINISH SCHEDULE AND RCP

NEW OVERHEAD COILING DOOR, 
SEE DOOR SCHEDULE

NEW CMU WALL W/ BOND 
BEAM HEADER, SEE STRUCTURAL 
DWGS, PT FINISH

FINISH JAMB WITH SOLID END CMU,
PT FINISH

NEW CONCRETE FLOOR,
SEE STRUCTURAL

9'
 - 

4 
3/

8"

1'
 - 

1"

MAIN LEVEL
100' - 0"

NEW OVERHEAD COILING DOOR, 
SEE DOOR SCHEDULE

NEW CMU WALL W/ BOND 
BEAM HEADER, SEE STRUCTURAL 
DWGS, PT FINISH

FINISH JAMB WITH SOLID END CMU, 
PT FINISH

NEW CONCRETE FLOOR,
SEE STRUCTURAL

EXTG SSTL PASS 
THROUGH TOP
FOR SOILED DISH TABLE
MODIFY AS REQ'D. 
PROVIDE NEW IF ALT BID 
A-1 ACCEPTED

WOOD BLOCKING AS REQ'D

5'
 - 

0"
4"

2'
 - 

8"

8'
 - 

0"

4" TALL SSTL PLATE TO
CONCEAL BLOCKING

NEW WALL 
MOUNTED 
MIRRORS,

10 2800

NEW 
LAVATORIES

SEE PLUMBING 
DWGS

NEW WALL 
MOUNTED SOAP 

DISPENSERS, 
10 2800

NEW WALL 
MOUNTED 
ELECTRIC 
HAND DRYER
EQ TO EXCEL
XLERATOR 
HAND DRYER 
XL-GR-1.1N, 
SEE ELEC 
DWGS

NEW TOILET 
PARTITIONS,
10 2113.19

NEW GRAB 
BARS, 10 2800

NEW WATER CLOSETS, 
SEE PLUMBING DWGS

NEW TOILET TISSUE 
DISPENSERS,
10 2800

NEW TOILET 
PARTITIONS, 

10 2113.19

NEW GRAB 
BARS, 10 2800

NEW WATER 
CLOSET. 

SEE PLUMBING 
DWGS

NEW TOILET 
TISSUE 

DISPENSER, 
10 2800

NEW WALL 
MOUNTED 
MIRROR, 10 2800

NEW LAVATORY
SEE PLUMBING 
DWGS

NEW WALL 
MOUNTED 
ELECTRIC HAND 
DRYER
EQ TO EXCEL
XLERATOR 
HAND DRYER 
XL-GR-1.1N, 
SEE ELEC DWGS

NEW TOILET 
PARTITIONS,
10 2113.19

NEW GRAB 
BARS, 10 2800

NEW WATER 
CLOSETS
SEE PLUMBING 
DWGS

NEW TOILET 
TISSUE 

DISPENSERS,
10 2800

NEW URINALS
SEE PLUMBING 

DWGS

NEW URINAL 
PARTITION, 

10 2113.19

NEW GRAB 
BARS, 10 2800

NEW WATER CLOSET, 
SEE PLUMBING DWGS

NEW TOILET 
TISSUE 
DISPENSER, 
10 2800

NEW GRAB 
BARS, 10 2800

NEW WATER CLOSET, 
SEE PLUMBING DWGS

NEW TOILET 
TISSUE 
DISPENSER, 
10 2800

NEW WALL 
MOUNTED 

MIRROR, 
10 2800

NEW SOAP 
DISPENSER, 
10 2800

NEW LAVATORY
SEE PLUMBING 
DWGSNEW WALL 

MOUNTED 
ELECTRIC 

HAND DRYER
EQ TO EXCEL

XLERATOR 
HAND DRYER 

XL-GR-1.1N, 
SEE ELEC 

DWGS
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SCALE:   1/4" = 1'-0"1 ENLARGED KITCHEN PLAN

KITCHEN EQUIPMENT KEYED NOTES
1a SERVING COUNTER ON LEGS WITH (4) HOT FOOD WELLS AND RETRACTABLE SNEEZE GUARD
1b SERVING COUNTER ON LEGS WITH (3) COLD FOOD WELLS AND RETRACTABLE SNEEZE GUARD AND UNDER COUNTER REFRIDGERATION UNIT

WITH DOORS
2 PASS THROUGH WINDOW WITH MOTORIZED COILING OVERHEAD DOOR. SEE SPEC 08 3300
3 EXT'G SOILED DISH TABLE.  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; MODIFY/REPAIR AS REQ'D
4 EXT'G DISPOSAL AND FAUCET.  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; MODIFY/REPAIR AS REQ'D
5 EXISTING DISHWASHER - REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
6 EXT'G CLEAN DISH TABLE.  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; MODIFY/REPAIR AS REQ'D
7 EXISTING MIXER -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
8 6' X 2'-6" WORKTABLE W/ 3 SINGLE DRAWERS AND DOORS
9 EXISTING SLICER -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
10 3'-0" X 10'-0" WORKTABLE WITH SINK AND BACKSPLASH AND OPEN SHELVING BELOW
11 MOP SINK BY KITCHEN EQUIPMENT VENDOR W/ MOP RACK. SEE SPEC 10 2800 FOR MOP RACK
12 THREE WELL SINK W/ DEEP AND WIDE WELLS
13 HAND SINK BY KITCHEN EQUIPMENT VENDOR.  PROVIDE SOAP DISPENSER AND PAPER TOWEL DISPENSER AT EACH LOCATION
16 STEAMER ON STAND
17 CONVECTION OVENS (2 STACKED)
18 TILT SKILLET WITH FAUCET
19 EXT'G 10-BURNER RANGE  -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
22a EXT'G WARMING CABINET  -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
23 RANGE HOOD, EXT'G  -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; SEE MECHANICAL PLANS; REPAIR AS REQ'D
24 2 DOOR REACH-IN COOLER
25 SINGLE DOOR REACH-IN FREEZER
26 EXISTING MILK COOLER -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
27 ICE MAKER AND BIN
28 EXT'G TABLE WITH POT RACK -  REMOVE FROM EXISTING LOCATION AND REINSTALL IN THIS LOCATION; REPAIR AS REQ'D
29 SHEET PAN RACK
30 MICROWAVE BY OWNER
31 3' X 2'-6" WORKTABLE W/ DRAWERS AND DOORS
32 FREEZER/COOLER CONDENSOR SET ON HOUSEKEEPING PAD
33 DISHWASHER HOOD BY MECHANICAL CONTRACTOR.  SEE MECHANICAL PLANS.
34 NEW STORAGE SHELVING AS SHOWN

4'0 8' 16'

SCALE:   1" = 60'-0"

KEY PLAN

SCALE:   3/4" = 1'-0"2
COILING DOOR
SECTION

SCALE:   3/4" = 1'-0"3
COILING DOOR
SECTION

SCALE:   1/4" = 1'-0"4 INTERIOR ELEVATION
SCALE:   1/4" = 1'-0"5 INTERIOR ELEVATION

SCALE:   1/4" = 1'-0"6 INTERIOR ELEVATION
SCALE:   1/4" = 1'-0"7 INTERIOR ELEVATION

SCALE:   1/4" = 1'-0"8 INTERIOR ELEVATION
SCALE:   1/4" = 1'-0"9 INTERIOR ELEVATION

TYPICAL FOR ROOM 118 AND 119

TYPICAL FOR ROOM 118 AND 119

REVISIONS

NO. Date Description
1 11/26/25 ADD. 01
2 12/3/25 ADD. 02

SEE SPEC 11 4000 FOR FOOD SERVICE EQUIPMENT

ALT BID A-1
PROVIDE NEW SOILED DISH TABLE, GARBAGE 

DISPOSAL, DISHWASHER, AND CLEAN DISH TABLE IN 
LIEU OF REUSING EXISTING ITEMS. OMIT EXHAUST 
HOOD AND FAN. REFER TO SPEC SECTION 11 4000

KITCHEN EQUIP.
ALT BID A-1

NEW SOILED DISH TABLE W/ EXTENSION 
THROUGH WALL

NEW DISPOSAL AND FAUCET

NEW VENTLESS DISHWASHER 

NEW CLEAN DISH TABLE

3a

4a

5a

6a

NOTE:
THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR MOVING 

ANY ITEMS SCHEDULED TO BE REMOVED FROM THE EXISTING 
KITCHEN AND PLACED IN THE NEW KITCHEN.  THE APPROPRIATE 
SUBCONTRACTORS WILL BE REQUIRED TO UNHOOK ITEMS FROM 

PLUMBING AND ELECTRICAL SYSTEMS AND NEW HOOK UPS

1

1



LEGEND

OS

GYP BD CEILING OR SOFFIT

SAP. REFER TO FINISH SCHEDULE AND SPEC FOR TYPE 

2X4 LED LAY-IN FIXTURE

2X2 LED LAY-IN FIXTURE

CAN/PENDANT LIGHT FIXTURE

LED GRID LIGHT FIXTURE

CAMERA

WIRELESS ACCESS POINTS

1.
2.
3.
4.

ALL ACOUSTICAL CEILINGS TO BE ACT-1 UNLESS NOTED OTHERWISE. SEE FINISH SHEETS FOR INTERIOR SPECIFICATIONS.
LIGHT FIXTURES SHOWN FOR REFERENCE ONLY. SEE ELECTRICAL DRAWINGS FOR TYPES.
MECHANICAL EQUIPMENT SHOWN FOR REFERENCE ONLY. SEE MECHANICAL DRAWINGS FOR TYPES.
FOR TYPICAL CEILING GRID INSTALLATION AND SEISMIC REQUIREMENTS, SEE SPECIFICATION 09 5123.

PENDANT DIRECT/ INDIRECT FIXTURE

SMOKE DETECTOR

HEAT DETECTOR

SPEAKER

HVAC GRILLES - SEE MECHANICAL DRAWINGS

CEILING MOUNTED HVAC UNIT

OCCUPANCY SENSOR

SPRINKLER HEAD, SEE FIRE PROTECTION DWGS

(REFER TO ELECTRICAL PLANS FOR ADDITIONAL SYMBOLS)

C

SP

WAP

H

S

GENERAL NOTES

CLASSROOM
101

CLASSROOM
102

STOR.
104

PRINCIPAL
105

ENTRY
VESTIBULE

106

CORRIDOR
107

MAIN
OFFICE

103

CAFETERIA/MULTI-PURPOSE
ROOM

109

RESTROOM
110

KITCHEN
111

1

9' - 0"

9' - 6"

9' - 0"

8' - 0"
8' - 0"

10' - 0"10' - 0"

10' - 0"

1

1

CC

AA

2

2

2

2

8' - 0"8' - 0"

BB
9' - 0"

9' - 0"

CAFETERIA
TABLE

STORAGE
108

9' - 0"

MECH
113

OFFICE
112

DRY
STORAGE

114

8' - 0"

8' - 0"

8' - 0"

8' - 0"

3

4

5

5

5

4

7

7

8

8 8 8 8 8 88

8

88888

HEAVY DASHED LINE INDICATES 
WALLS THAT EXTEND TO DECK

9

10

HALL
115

2

9' - 0"

9' - 0"

2

2

8' - 0" 8' - 0"

8' - 0" 8' - 0"

WOMENS
118

MENS
119

6

6

EXISTING SCHOOL - 1996 ADD'N

EXISTING SCHOOL - 1956 ORIG

NEW ADD'N
7730 SF

WOMENS RESTROOM 118

MENS RESTROOM 119
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KEYED NOTES RCP
1 EXISTING EXHAUST HOOD RELOCATED FROM EXISTING KITCHEN
2 DROPPED HEAD ABOVE (3 5/8" METAL STUDS W/ 5/8" GWB EA SIDE)
3 OPEN TO STRUCTURE ABOVE.  PAINT CEILING, ALL ITEMS ATTACHED TO

CEILING AND WALLS AROUND PERIMETER ABOVE 10'-0" ACCENT COLOR.
SEE FINISH SCHEUDLE

4 EXPOSED DUCTWORK.  PAINT ACCENT COLOR.  SEE FINISH SCHEUDLE
5 LINEAR LIGHT FIXTURE.  SEE ELEC DWGS
6 DROPPED HEAD ABOVE (METAL STUDS W/ 5/8" GWB EA SIDE - MATCH CMU

THICKNESS
7 PREFIN ALUM SOFFIT, SEE SPEC SECTION  07 4113
8 PT LINTEL.  COLOR TBD (TYP.)
9 NEW DISHWASHER HOOD BY MECHANICAL CONTRACTOR. OMIT IF ALT BID

A-1 IS ACCEPTED
10 MODIFY EXISTING CEILING IN THIS AREA TO ACCOMODATE NEW GWB

HEADER

SCALE:   1/8" = 1'-0"1 REFLECTED CEILING PLAN
4'0 8' 16'

SCALE:   1/8" = 1'-0"2 REFLECTED CEILING PLAN - MAIN LEVEL RESTROOMS
4'0 8' 16'

SCALE:   1" = 60'-0"

KEY PLAN

REVISIONS

NO. Date Description
2 12/3/25 ADD. 02



4
A200

COOLER/FREEZER 
MEMBRANE ROOF

1 
1/

2"
 / 

12
"

EXT'G METAL ROOF
EXT'G PANELS ARE IDENTIFIED AS 

24 GA STARSHIELD ALUM-ZINC
ON 1996 SHOP DRAWINGS 

BY STAR BUILDING SYSTEMS, A ROBERTLEONCECO COMPANY
JOB #96-7841, PJ HOERR BUILDER

EXT'G PANELS ARE APPROX 24" WIDE W/ 2 3/4" TALL RIB

EXT'G METAL ROOF EXT'G METAL ROOFNEW GUTTER AND DOWNSPOUTS(MATCH EXT'G) 

NEW METAL ROOF PANELS (MATCH EXT'G)
OVER (2) LAYERS 3" RIGID INSUL

OVER METAL DECK
TOP INSUL LAYER HAS 7/16" OSB INTEGRAL WITH INSUL

MECH. FASTEN INSUL TO DECK AND PANELS TO OSB
BREATHABLE SYNTHETIC UNDERLAYMENT EQ. TO BREATHEX PRO BY HAL 

BETWEEN OSB AND ROOF PANELS
MATCH EXISTING COLOR AND PROFILE

1 
1/

2"
 / 

12
"

1

1

CC

NEW GUTTER AND DOWNSPOUTS (MATCH EXT'G) 

RIDGE CAP

AA

2

2

DSDS

DS DS (HI & LOW)

1
A301

BB

CRICKET CRICKET CRICKET CRICKET CRICKET

60 MIL EPDM MEMBRANE ON ROOF DECK
W/ TAPERED INSUL, 

SEE SECTION 1/A301

SOFFIT
UNDER OVERHANG

2
A301

3
A301

PROVIDE NEW CAP PIECE AS REQ'D TO TRANSITION 
FROM OLD ROOF TO NEW ROOF 

HVAC EQUIPMENT (TYP),
 REFER TO MECH DWGS

HVAC EQUIPMENT (TYP),
 REFER TO MECH DWGS

SLOPE 1/8":12"

PV

PV
PV

PV

PV

NEW METAL ROOF PANELS (MATCH EXT'G)
OVER (2) LAYERS 3" RIGID INSUL

OVER METAL DECK
TOP INSUL LAYER HAS 7/16" OSB INTEGRAL WITH INSUL

FULLY ADHERE INSUL TO DECK OVER OPEN CEILING CAFETERIA
MECH FASTEN PANELS TO OSB - DO NOT PENETRATE DECK

BREATHABLE SYNTHETIC UNDERLAYMENT EQ. TO BREATHEX PRO BY HAL 
BETWEEN OSB AND ROOF PANELS

MATCH EXISTING COLOR AND PROFILE

NEW METAL ROOF PANELS (MATCH EXT'G)
OVER (2) LAYERS 3" RIGID INSUL

OVER METAL DECK
TOP INSUL LAYER HAS 7/16" OSB INTEGRAL WITH INSUL

MECH. FASTEN INSUL TO DECK AND PANELS TO OSB
BREATHABLE SYNTHETIC UNDERLAYMENT 

EQ. TO BREATHEX PRO BY HAL 
BETWEEN OSB AND ROOF PANELS

MATCH EXISTING COLOR AND PROFILE

SOFFIT
UNDER OVERHANG

NOTE:  PAINT ALL NEW EXPOSED GAS PIPING ON ROOF TO MATCH ROOF COLOR.

DEMO EXT'G APPROX 11" PARTIAL WEST ROOF PANEL 
IN COORDINATION WITH NEW ROOF WORK

EXT'G METAL ROOF
EXT'G PANELS ARE IDENTIFIED AS 

24 GA STARSHIELD ALUM-ZINC
ON 1996 SHOP DRAWINGS 

BY STAR BUILDING SYSTEMS, A ROBERTLEONCECO COMPANY
JOB #96-7841, PJ HOERR BUILDER

EXT'G PANELS ARE APPROX 24" WIDE W/ 2 3/4" TALL RIB

2

2

(1) 36" WIDE STRIP OF 
ICE AND WATER 

SHIELD

(1) 36" WIDE STRIP OF 
ICE AND WATER 

SHIELD

2

2

2

EXISTING SCHOOL - 1996 ADD'N

EXISTING SCHOOL - 1956 ORIG

NEW ADD'N
7730 SF

WOMENS RESTROOM 118

MENS RESTROOM 119

REVIEW/MODIFY ROOF 
FLASHINGS AS REQ'D
FOR NEW EXHAUST FANS

REVIEW/MODIFY ROOF 
FLASHINGS AS REQ'D
FOR NEW EXHAUST FANS

DWG. NO.

©
 A

R
C

H
IT

E
C

H
N

IC
S

 IN
C

.

PROJECT NUMBER:

NOT FOR 
CONSTRUCTION

ISSUE DATE:

S
H

E
E

T 
S

IZ
E

 3
6"

 X
 2

4"

A103

6566

ROOF PLAN

BIDDING
DOCUMENTS

10/31/2025

LA
 H

A
R

PE
 C

U
SD

 #
34

7

A
D

D
IT

IO
N

 T
O

 L
A

 H
A

R
PE

EL
EM

EN
TA

R
Y 

SC
H

O
O

L
40

4 
W

. M
A

IN
 S

TR
EE

T
LA

 H
A

R
PE

, I
L 

61
45

0

SCALE:   1/8" = 1'-0"1 ROOF PLAN
4'0 8' 16'

SCALE:   1" = 60'-0"

KEY PLAN

SCALE:   1/8" = 1'-0"2
ROOF PLAN -
RESTROOMS

4'0 8' 16'

REVISIONS

NO. Date Description
1 11/26/25 ADD. 01
2 12/3/25 ADD. 02

1

1

1

1

1



A

S
E

E
 S

C
H

E
D

.
4"

2" SEE SCHED. 2"

HOLLOW METAL,
SEE DTL FOR DEPTH, 

PAINT FINISH

A B

S
E

E
 S

C
H

E
D

.

SEE SCHED.

SOLID CORE WOOD, 
LABELED AS INDICATED

1/4" CLEAR 
SAFETY GLASS, 
RATED WHERE 
INDICATED

8"
2'

 - 
10

"
8" 4"

C
FLUSH HOLLOW METAL, 
LABELED AS INDICATED

S
E

E
 S

C
H

E
D

.

SEE SCHED.

SOLID CORE WOOD, 
LABELED AS INDICATED

S
E

E
 S

C
H

E
D

.

SEE SCHED.

1/4" CLEAR 
SAFETY GLASS, 
RATED WHERE 
INDICATED

8"
2'

 - 
10

"

8" 4"

D
FLUSH HOLLOW METAL, 
LABELED AS INDICATED

S
E

E
 S

C
H

E
D

.

SEE SCHED.

8" NOM CMU, 04 2000

 5 3/4" H.M. FRAME
W/ MASONRY ANCHORS, 08 1113

BACKER ROD AND 
SEALANT ALL AROUND, TYP, 07 9200

EXTERIOR MASONRY
VENEER, 04 2613
SEE ELEVATIONS

RIGID INSULATION,
07 2100

2"

2"

5 3/4" H.M. FRAME, 
08 1113

EXTERIOR MASONRY
VENEER, 04 2613, 
SEE ELEVATIONS 8" NOM. CMU, 04 2000

STEEL LINTEL OR 
BOND BEAM, SEE

STRUCTURAL 
DWGS REFER TO INTERIORS 

DWGS FOR FINISH

RIGID INSULATION, 
07 2100

BACKER ROD AND 
SEALANT ALL AROUND, 
TYP, 07 9200

8" NOM CMU, 04 2000

JAMB ANCHORS, 08 1113

5 3/4" H.M FRAME, 08 1113
CENTER FRAME IN WALL

BACKER ROD AND 
SEALANT ALL AROUND, TYP, 07 9200

1"
5 

3/
4"

7/
8"

8" NOM. CMU, 04 2000

5 3/4" H.M. FRAME, 08 1113
CENTER FRAME IN WALL

BOND BEAM, SEE
STRUCTURAL 

DWGS

REFER TO 
INTERIORS DWGS

FOR FINISH

8" NOM CMU, 04 2000

ALUM WINDOW FRAME, 08 4313

BACKER ROD AND 
SEALANT ALL AROUND, TYP, 07 9200

EXTERIOR MASONRY
VENEER, 04 2613
SEE ELEVATIONS

RIGID INSULATION,
07 2100

TREATED WD BLOCKING

ALUM WINDOW FRAME, 
08 4313

EXTERIOR MASONRY
VENEER, 04 2613, 
SEE ELEVATIONS

8" NOM. CMU, 04 2000

STEEL LINTEL OR 
BOND BEAM, SEE

STRUCTURAL 
DWGS

REFER TO INTERIORS 
DWGS FOR FINISH

RIGID INSULATION, 
07 2100

BACKER ROD AND 
SEALANT ALL AROUND, 
TYP, 07 9200

SOLID WD BLOCKING

MAIN LEVEL
100' - 0"

A

NEW CONCRETE FOOTING 
AND FOUNDATION, 
SEE STRUCTURAL DWGS

NEW CONCRETE SLAB 
ON GRADE, SEE 
STRUCTURAL DWGS

NEW EXTERIOR WALL, 
SEE WALL TYPES

ALUM. WINDOW, 
SEE SPEC 08 4313
CAULK ALL AROUND, 
BOTH SIDES

ROWLOCK COURSE 
AT WINDOWS, TYP

GALVANIZED STEEL LINTEL, 
SEE STRUCTURAL, PT 
FINISH

2X BLOCKING AS REQ'D

FLUID APPLIED 
AIR BARRIER, 07 2700

THRU-WALL FLASHING
04 2000, ADHERED

STEEL JOIST W/
EXTENDED END, SEE 
STRUCTURAL

TERMINATION BAR

THRU-WALL 
FLASHING, 04 2000

GROUT UNDER 
FLASHING

NEW 1/2" THICK 
SOLID SURFACE SILL

MTL PANEL ROOF OVER
INSUL AND METAL DECK, 
SEE STRUCTURAL

NEW PREFIN GUTTER, 
MATCH EXTG 4" W X 5" 
TALL

SEE STRUCTURAL 
FOR BRICK LEDGE 
ELEVATIONS

MIN R-10 RIGID INSUL
2'-0" UNDER SLAB AND 

2'-0" DOWN FNDN 
WALL

NEW 1x FASCIA 
WRAPPED IN PREFIN 
MTL

3"

CONT. WOOD BLOCKING 
ATTACHED TO CMU WALL 
FOR CONTINUITY OF AIR 
BARRIER

BREATHABLE SYNTHETIC 
UNDERLAYMENT EQ. TO 
BREATHEX PRO BY HAL 

BETWEEN OSB AND INSUL

CAULK ALL AROUND FRAME
FOR AIR BARRIER 

CONTINUITY

A300

12

JOIST BEARING (NORTH)
111' - 11 1/8"

JOIST BEARING (SOUTH)
111' - 6 5/8"

1

2

A

FLUID APPLIED AIR 
BARRIER, 07 2700

CONT. WOOD BLOCKING 
ATTACHED TO EDGE ANGLE 
TO SUPPORT GUTTER

BREATHABLE SYNTHETIC 
UNDERLAYMENT EQ. TO 
BREATHEX PRO BY HAL 

BETWEEN OSB AND ROOF 
PANELS

CONT. WOOD BLOCKING 
ATTACHED TO CMU WALL 
FOR CONTINUITY OF AIR 
BARRIER

NEW PREFIN GUTTER
BY ROOF PANEL 
MFGR, MATCH EXTG 

NEW FASCIA BY ROOF 
PANEL MFGR1"

1"

JOIST BEARING (NORTH)
111' - 11 1/8"

JOIST BEARING (SOUTH)
111' - 6 5/8"

2

 5 3/4" H.M. FRAME
W/ MASONRY ANCHORS, 08 1113

BACKER ROD AND 
SEALANT ALL AROUND, TYP, 07 9200

8"

G
O

V
E

R
N

S
6"

EXISTING EXTERIOR 
WALL W/ MASONRY

COVER GAP COMPLETELY BETWEEN 
CMU AND BRICK VENEER WITH FRAME

NEW WALL, 
SEE PLAN FOR TYPE

8" +/-

5 3/4" H.M. FRAME, 
08 1113

EXISTING EXTERIOR 
WALL W/ MASONRY

BACKER ROD AND 
SEALANT ALL AROUND, 
TYP, 07 9200

COVER GAP 
COMPLETELY 
BETWEEN 
CMU AND BRICK 
VENEER WITH FRAME

GOVERNS
6"

NEW WALL, 
SEE PLAN FOR TYPE

ALUM STOREFRONT SYSTEM, 
SEE SPEC 08 4113

SOAP CMU TO 
COMPLETE WALL

2X BLOCKING AS REQ'D

SEALANT ALL 
AROUND ALUM FRAME, 

INT AND EXT.

EXTERIOR WALL, 
SEE WALL TYPES

INTERIOR WALL, 
SEE PLAN AND WALL TYPES

SEMI-RECESSED
FIRE EXTINGUISHER 
CABINET

EXTERIOR WALL

RETURN CMU TO COOLER AT JAMBS

CAULK

COOLER PANEL

DWG. NO.
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DOOR SCHEDULE
DOOR

NUMBER
DOOR FRAME

HARDWARE COMMENTSWIDTH HEIGHT THICKNESS MATERIAL FINISH TYPE MATERIAL FINISH TYPE JAMB HEAD

MAIN LEVEL
101 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300 SEE SPEC
102 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300

103A 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS
103B 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS
104 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2B/A300 HM PAINTED 1A/A300 5/A300 6/A300
105 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300

106A 6' - 0" 7' - 0" 1 3/4" ALUM PREFIN 1/A200 ALUM PREFIN 1/A200 16/A301 1/A301 ADA OPERATOR, INTERCOM, ACCESS CONTROL DOOR, SEE ELEC DWGS
106B 6' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300 ADA OPERATOR ACCESS CONTROL DOOR, SEE ELEC DWGS
107 6' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A300 HM PAINTED 1A/A300 3/A300 4/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS
108 6' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2B/A300 HM PAINTED 1A/A300 9/A300 10/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS

109A 6' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300
109B 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300
109C 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A300 HM PAINTED 1A/A300 3/A300 4/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS
110 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2B/A300 HM PAINTED 1A/A300 5/A300 6/A300

111A 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300
111B 3' - 0" 7' - 0" 1 3/4" WOOD PREFIN 2A/A300 HM PAINTED 1A/A300 5/A300 6/A300
111C 14' - 4 3/4" 8' - 1" 2/A101 2/A101 MOTORIZED DOOR, SEE ELEC DWGS
111D 4' - 8" 4' - 4" 3/A101 3/A101 MOTORIZED DOOR, SEE ELEC DWGS
112 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A300 HM PAINTED 1A/A300 5/A300 6/A300
113 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2D/A300 HM PAINTED 1A/A300 5/A300 6/A300

114A 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A300 HM PAINTED 1A/A300 5/A300 6/A300
114B 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A300 HM PAINTED 1A/A300 5/A300 6/A300
115 3' - 0" 7' - 0" 1 3/4" HM PAINTED 2C/A400 HM PAINTED 1A/A300 3/A300 4/A300 ACCESS CONTROL DOOR, SEE ELEC DWGS

SCALE:   3/8" = 1'-0"1 DOOR FRAME TYPES
SCALE:   3/8" = 1'-0"2 DOOR TYPES

SCALE:   1" = 1'-0"3
DOOR JAMB -
MASONRY

SCALE:   1" = 1'-0"4
DOOR HEAD -
MASONRY

SCALE:   1" = 1'-0"5 8" CMU JAMB
SCALE:   1" = 1'-0"6 8" CMU HEAD

SCALE:   1" = 1'-0"7
WINDOW JAMB -
MASONRY

SCALE:   1" = 1'-0"8
WINDOW HEAD -
MASONRY

SCALE:   3/4" = 1'-0"11 TYPICAL WALL SECTION

SCALE:   1 1/2" = 1'-0"12 EAVE DETAIL

SCALE:   1 1/2" = 1'-0"14 JAMB AT COOLER
SCALE:   1" = 1'-0"9
DOOR JAMB -
MASONRY

SCALE:   1" = 1'-0"10
DOOR HEAD -
MASONRY

SCALE:   1" = 1'-0"16 JAMB DETAIL

REVISIONS

NO. Date Description
1 11/26/25 ADD. 01
2 12/3/25 ADD. 02







1

Isaac Miller

To: pete@sprinkmann.com; Jacques Reynolds

Subject: RE: ADDITION TO LA HARPE ELEMENTARY SCHOOL

Attachments: H-1.pdf

 

On Tue, Dec 2, 2025 at 12:53 PM Pete Dimler <pete@sprinkmann.com> wrote: 

The following are questions regarding this project: 

These are general answers to the questions.  Contractor shall verify all conditions at the site. 

1)  Specification section 220719,3.13.C.2 specifies PVC jacketing on exposed piping.  Please define 

exposed.  Is this just exposed to public viewYES, or ANDall exposed piping in boiler room and mechanical 

room? 

2)  How high is domestic water piping in existing gym~9’ on walkway above bleachers.?  Will all piping in 

gym require PVC jacketYES, if exposed to public view? 

 
3)  Will piping in existing Girls Locker Room be exposed and require PVC jacket? YES 

4)  Is piping between Womens 118 and Mens 119 exposed requiring PVC jacket, or concealed above a ceiling? 

That piping should  be able to be concealed above the lay in ceiling. 

5)  Is 2" cold water piping in existing Corridor concealed above ceiling, or exposed requiring PVC jacket? That 

piping should  be able to be concealed above the lay in ceiling. 

6)  Drawing M100 Corridor and Cafeteria Table Storage 108 has a note to modify duct and relocate diffusers 

and grilles in this area to new ceiling.  Is there an original plan showing where duct was so we can determine 

what duct is new to be insulated? See attached H-1 dated 4/15/1995.  This is similar to the as-built condition in 

this area, but not an exact as-built. 

7)  Will Kitchen Exhaust duct require (2) layers of 1-1/2" thick Fyrewrap Kitchen exhaust duct shall be insulted 

to provide 2-hour fire resistance. 
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	00.6566 Add 2 Text
	00.6566 PLAN HOLDERS LIST
	Plan-Spec List PG-1 6566
	Sheet1

	Plan-Spec List PG-2 6566

	01 2100 Allowances Add. #2
	02 11 4000-RIB-Foodservice Equipment Add 02
	a. PART 1  GENERAL
	i. SECTION INCLUDES
	1. Foodservice equipment.

	ii. RELATED REQUIREMENTS
	1. Section 23 3813 - Commercial-Kitchen Hoods:  Range and dishwasher hoods for commercial kitchens.
	2. Section 26 0583 - Wiring Connections:  Electrical characteristics and wiring connections.

	iii. SUBMITTALS
	1. See Section 01 3000 - Administrative Requirements, for submittal procedures.
	2. Product Data:  Provide data on appliances; indicate configuration, sizes, materials, finishes, locations, and utility service connection locations, service characteristics, and wiring diagrams.
	3. Warranty:  Submit manufacturer warranty and ensure forms have been completed in Owner's name and registered with manufacturer.

	iv. QUALITY ASSURANCE
	1. Manufacturer Qualifications:  Company specializing in manufacturing standard products of the type specified.

	v. DELIVERY, STORAGE, AND HANDLING
	1. Store products clear of floor in a manner to prevent damage.
	2. Coordinate size of access and route to place of installation.

	vi. WARRANTY
	1. See Section 01 7800 - Closeout Submittals, for additional warranty requirements.
	2. Correct defective work of this section within a five year period after Date of Substantial Completion.
	3. Provide five year manufacturer warranty for replacement or repair of scheduled equipment, refrigerant and compressors, including disconnection and removal of defective unit, and connection of replacement unit.


	b. PART 2  PRODUCTS
	i. EQUIPMENT
	1. Equipment Schedule:  Refer to schedule at end of this section.
	2. Installation Accessories:  Provide rough-in hardware, supports and connections, attachment devices, closure trim, and accessories as required for complete installation.


	c. PART 3  EXECUTION
	i. EXAMINATION
	1. Verify ventilation outlets, service connections, and supports are correct and in required location.
	2. Verify that electric power is available and of the correct characteristics.

	ii. INSTALLATION
	1. Install items in accordance with manufacturers' instructions.
	2. Insulate to prevent electrolysis between dissimilar metals.

	iii. ADJUSTING
	1. Adjust equipment and apparatus to ensure proper working order and conditions.
	2. Remove and replace equipment, creating excessive noise or vibration.

	iv. CLEANING
	1. Remove masking or protective covering from stainless steel and other finished surfaces.
	2. Wash and clean equipment.
	3. Polish glass, plastic, hardware, accessories, fixtures, and fittings.

	v. CLOSEOUT ACTIVITIES
	1. At completion of work, provide qualified and trained personnel to demonstrate operation of each item of equipment and instruct Owner in operating procedures and maintenance.
	a. Test equipment prior to demonstration.


	vi. SCHEDULE

	END OF SECTION  11 4000
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