






                                      Elevator Modernization 
                                           Adams County Courthouse 
                                                                                   6090 

TABLE OF CONTENTS  00 0110 - 1 
 
 

SECTION 00 01100 

TABLE OF CONTENTS 

 
 
DIVISION 00 – PROCUREMENT AND CONTRACTING REQUIREMENTS 
00 0101 Project Title Page 
00 0110 Table of Contents 
00 1113 Advertisement for Bids 
00 2113 Instructions to Bidders - AIA Document A701 
00 2115 Supplementary Instructions to Bidders 
00 2600 Proposed Equivalent Product Procedures 
00 4200 Bid Proposal 
00 4313 Bid Security Form 
00 4325 Proposed Equivalent Product Request Form 
00 4550 Illinois Employment Practices 
00 4850 Certificate of Compliance with Illinois Drug-Free Workplace Act 
00 4870 Certificate of Compliance with Illinois Human Rights Act 
00 4880 Certificate Regarding Criminal Background Investigations 
00 5200 Standard Form of Agreement – AIA Document A101 
00 6113 Performance and Payment Bond  
00 7200 Standard General Conditions – AIA Document A201 
00 7300 Supplementary Conditions 
00 7334 Requirements for Substance Abuse Prevention Program 
00 7343 Wage Rate Requirements 
 
DIVISION 01 – GENERAL REQUIREMENTS 
01 1000 Summary of Work 
01 1419 Use of Site 
01 2500 Substitution Procedures 
01 2600 Contract Modification Procedures 
01 2900 Payment Procedures 
01 3100 Project Management and Coordination 
01 3300 Submittals Procedures 
01 4000 Quality Requirements 
01 4100 Regulatory Requirements 
01 5000 Temporary Facilities and Controls 
01 6600 Product Storage and Handling Procedures 
01 7700 Closeout Procedures 
01 7823 Operation and Maintenance Data 
01 7839 Project Record Documents 
 
DIVISION 02 – EXISTING CONDITIONS 
02 4100 Minor Demolition for Remodeling 
 
DIVISION 05 – METALS 
05 5000 Metal Fabrication 
05 5213 Pipe and Tube Railings 
 
DIVISION 09 – PAINTING 
09 9123 Interior Painting 
 
DIVISION 14 – CONVEYING EQUIPMENT 
14 2100 Electric Traction Elevators 
 
DIVISION 22 – PLUMBING 
22 0500 Plumbing General Provisions 



                                      Elevator Modernization 
                                           Adams County Courthouse 
                                                                                   6090 

TABLE OF CONTENTS  00 0110 - 2 
 
 

 
DIVISION 23 – MECHANICAL 
23 0500 Mechanical General Provisions 
 
DIVISION 26 – ELECTRICAL 
26 0500 Electrical General Provisions 
26 0519 Low Voltage Electrical Power Conductors and Cables 
26 0526 Grounding and Bonding for Electrical Systems 
26 0529 Hangers and Supports for Electrical Systems 
26 0533 Raceways and Boxes for Electrical Systems 
26 0553 Contactors, Starters and Relays 
26 2717 Equipment Wiring 
26 2726 Wiring Devices 
26 2820 Disconnect Switches 
26 5000 Lighting Fixtures 
 
 

END OF SECTION 00 0110 



































































































































































































































































































































Elevator Modernization 
Adams County Courthouse 

6090 
 

METAL FABRICATIONS 05 5000 - 1 
 

SECTION 05 5000 

 

METAL FABRICATIONS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Steel framing and supports for applications where framing and supports are not specified 
in other Sections. 

2. Metal ladders. 
3. Loose bearing and leveling plates for applications where they are not specified in other 

Sections. 

B. Products furnished, but not installed, under this Section include the following: 

1. Anchor bolts, steel pipe sleeves, slotted-channel inserts, and wedge-type inserts 
indicated to be cast into concrete or built into unit masonry. 

1.3 COORDINATION 

A. Coordinate selection of shop primers with topcoats to be applied over them. Comply with paint 
and coating manufacturers' written instructions to ensure that shop primers and topcoats are 
compatible with one another. 

B. Coordinate installation of metal fabrications that are anchored to or that receive other work. 
Furnish setting drawings, templates, and directions for installing anchorages, including sleeves, 
concrete inserts, anchor bolts, and items with integral anchors, that are to be embedded in 
concrete or masonry. Deliver such items to Project site in time for installation. 

1.4 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Fasteners. 
2. Shop primers. 
3. Shrinkage-resisting grout. 
4. Manufactured metal ladders. 

B. Shop Drawings: Show fabrication and installation details.  Include plans, elevations, sections, 
and details of metal fabrications and their connections. Show anchorage and accessory items. 
Provide Shop Drawings for the following: 
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1. Metal ladders. 

C. Samples for Verification: For each type and finish of extruded nosing and tread. 

1.5 INFORMATIONAL SUBMITTALS 

A. Paint Compatibility Certificates: From manufacturers of topcoats applied over shop primers, 
certifying that shop primers are compatible with topcoats. 

1.6 FIELD CONDITIONS 

A. Field Measurements: Verify actual locations of walls, floor slabs, decks, and other construction 
contiguous with metal fabrications by field measurements before fabrication. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Structural Performance of Aluminum Ladders: Ladders shall withstand the effects of loads and 
stresses within limits and under conditions specified in ANSI A14.3. 

2.2 METALS 

A. Metal Surfaces, General: Provide materials with smooth, flat surfaces unless otherwise 
indicated. For metal fabrications exposed to view in the completed Work, provide materials 
without seam marks, roller marks, rolled trade names, or blemishes. 

B. Steel Plates, Shapes, and Bars: ASTM A36/A36M. 

C. Steel Tubing: ASTM A500/A500M, cold-formed steel tubing. 

D. Steel Pipe: ASTM A53/A53M, Standard Weight (Schedule 40) unless otherwise indicated. 

E. Slotted Channel Framing: Cold-formed metal box channels (struts) complying with MFMA-4. 

1. Size of Channels: 1-5/8 by 1-5/8 inches . 
2. Material: Galvanized steel, ASTM A653/A653M, structural steel, Grade 33 , with G90 

coating; 0.108-inch nominal thickness. 
3. Material: Cold-rolled steel, ASTM A1008/A1008M, structural steel, Grade 33 ; 0.0966-

inch minimum thickness; hot-dip galvanized after fabrication. 

F. Aluminum Plate and Sheet: ASTM B209, Alloy 6061-T6. 

G. Aluminum Extrusions: ASTM B221, Alloy 6063-T6. 

H. Aluminum Castings: ASTM B26/B26M, Alloy 443.0-F. 
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2.3 FASTENERS 

A. General: Unless otherwise indicated, provide Type 304 stainless steel fasteners for exterior use 
and zinc-plated fasteners with coating complying with ASTM B633 or ASTM F1941/F1941M, 
Class Fe/Zn 5, at exterior walls. Select fasteners for type, grade, and class required. 

1. Provide stainless steel fasteners for fastening aluminum . 
2. Provide bronze fasteners for fastening bronze. 

B. Steel Bolts and Nuts: Regular hexagon-head bolts, ASTM A307, Grade A; with hex nuts, 
ASTM A563; and, where indicated, flat washers. 

C. High-Strength Bolts, Nuts, and Washers: ASTM F3125/F3125M, Grade A325, Type 3, heavy-
hex steel structural bolts; ASTM A563, Grade DH3, heavy-hex carbon-steel nuts; and where 
indicated, flat washers. 

D. Stainless Steel Bolts and Nuts: Regular hexagon-head annealed stainless steel bolts, 
ASTM F593; with hex nuts, ASTM F594; and, where indicated, flat washers; Alloy Group 1 . 

E. Anchor Bolts: ASTM F1554, Grade 36, of dimensions indicated; with nuts, ASTM A563; and, 
where indicated, flat washers. 

1. Hot-dip galvanize or provide mechanically deposited, zinc coating where item being 
fastened is indicated to be galvanized. 

F. Anchors, General: Capable of sustaining, without failure, a load equal to six times the load 
imposed when installed in unit masonry and four times the load imposed when installed in 
concrete, as determined by testing in accordance with ASTM E488/E488M, conducted by a 
qualified independent testing agency. 

G. Cast-in-Place Anchors in Concrete: Either threaded or wedge type unless otherwise indicated; 
galvanized ferrous castings, either ASTM A47/A47M malleable iron or ASTM A27/A27M cast 
steel. Provide bolts, washers, and shims as needed, all hot-dip galvanized per 
ASTM F2329/F2329M. 

H. Post-Installed Anchors: Torque-controlled expansion anchors or chemical anchors. 

1. Material for Interior Locations: Carbon-steel components zinc plated to comply with 
ASTM B633 or ASTM F1941/F1941M, Class Fe/Zn 5, unless otherwise indicated. 

2. Material for Exterior Locations and Where Stainless Steel Is Indicated: Alloy Group 1 
stainless steel bolts, ASTM F593, and nuts, ASTM F594. 

I. Slotted-Channel Inserts: Cold-formed, hot-dip galvanized-steel box channels (struts) complying 
with MFMA-4, 1-5/8 by 7/8 inches by length indicated with anchor straps or studs not less than 
3 inches long at not more than 8 inches o.c. Provide with temporary filler and tee-head bolts, 
complete with washers and nuts, all zinc-plated to comply with ASTM B633, Class Fe/Zn 5, as 
needed for fastening to inserts. 

2.4 MISCELLANEOUS MATERIALS 

A. Shop Primers: Provide primers that comply with Section 09 9123 "Interior Painting."  
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B. Shop Primer for Galvanized Steel: Primer formulated for exterior use over zinc-coated metal 
and compatible with finish paint systems indicated. 

C. Shrinkage-Resistant Grout: Factory-packaged, nonmetallic, nonstaining, noncorrosive, 
nongaseous grout complying with ASTM C1107/C1107M. Provide grout specifically 
recommended by manufacturer for interior and exterior applications. 

2.5 FABRICATION, GENERAL 

A. Shop Assembly: Preassemble items in the shop to greatest extent possible. Disassemble units 
only as necessary for shipping and handling limitations. Use connections that maintain 
structural value of joined pieces. Clearly mark units for reassembly and coordinated installation. 

B. Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a radius 
of approximately 1/32 inch unless otherwise indicated. Remove sharp or rough areas on 
exposed surfaces. 

C. Form bent-metal corners to smallest radius possible without causing grain separation or 
otherwise impairing work. 

D. Form exposed work with accurate angles and surfaces and straight edges. 

E. Weld corners and seams continuously to comply with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and blended so no 

roughness shows after finishing  and contour of welded surface matches that of adjacent 
surface. 

F. Form exposed connections with hairline joints, flush and smooth, using concealed fasteners or 
welds where possible. Where exposed fasteners are required, use Phillips flat-head 
(countersunk) fasteners unless otherwise indicated. Locate joints where least conspicuous. 

G. Fabricate seams and other connections that are exposed to weather in a manner to exclude 
water. Provide weep holes where water may accumulate. 

H. Cut, reinforce, drill, and tap metal fabrications as indicated to receive finish hardware, screws, 
and similar items. 

I. Provide for anchorage of type indicated; coordinate with supporting structure. Space anchoring 
devices to secure metal fabrications rigidly in place and to support indicated loads. 

J. Where units are indicated to be cast into concrete or built into masonry, equip with integrally 
welded steel strap anchors, 1/8 by 1-1/2 inches, with a minimum 6-inch embedment and 2-inch 
hook, not less than 8 inches from ends and corners of units and 24 inches o.c., unless 
otherwise indicated. 
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2.6 MISCELLANEOUS FRAMING AND SUPPORTS 

A. General: Provide steel framing and supports not specified in other Sections as needed to 
complete the Work. 

B. Fabricate units from steel shapes, plates, and bars of welded construction unless otherwise 
indicated. Fabricate to sizes, shapes, and profiles indicated and as necessary to receive 
adjacent construction. 

1. Fabricate units from slotted channel framing where indicated. 
2. Furnish inserts for units installed after concrete is placed. 

C. Fabricate supports for operable partitions from continuous steel beams of sizes indicated with 
attached bearing plates, anchors, and braces as indicated . Drill or punch bottom flanges of 
beams to receive partition track hanger rods; locate holes where indicated on operable partition 
Shop Drawings. 

D. Galvanize miscellaneous framing and supports where indicated. 

2.7 SHELF ANGLES 

A. Fabricate shelf angles from steel angles of sizes indicated and for attachment to concrete 
framing. Provide horizontally slotted holes to receive 3/4-inch bolts, spaced not more than 6 
inches from ends and 24 inches o.c., unless otherwise indicated. 

1. Provide mitered and welded units at corners. 
2. Provide open joints in shelf angles at expansion and control joints. Make open joint 

approximately 2 inches larger than expansion or control joint. 

B. For cavity walls, provide vertical channel brackets to support angles from backup masonry and 
concrete. 

C. Galvanize  and prime shelf angles located in exterior walls. 

D. Prime shelf angles located in exterior walls with  

E. Furnish wedge-type concrete inserts, complete with fasteners, to attach shelf angles to cast-in-
place concrete. 

2.8 METAL LADDERS 

A. General: 

1. Comply with ANSI A14.3 , except for elevator pit ladders. 
2. For elevator pit ladders, comply with ASME A17.1/CSA B44. 

B. Provide steel angle supports unless otherwise indicated. 
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2.9 LOOSE BEARING AND LEVELING PLATES 

A. Provide loose bearing and leveling plates for steel items bearing on masonry or concrete 
construction. Drill plates to receive anchor bolts and for grouting. 

B. Galvanize bearing and leveling plates. 

2.10 STEEL WELD PLATES AND ANGLES 

A. Provide steel weld plates and angles not specified in other Sections, for items supported from 
concrete construction as needed to complete the Work. Provide each unit with no fewer than 
two integrally welded steel strap anchors for embedding in concrete. 

2.11 GENERAL FINISH REQUIREMENTS 

A. Finish metal fabrications after assembly. 

B. Finish exposed surfaces to remove tool and die marks and stretch lines, and to blend into 
surrounding surface. 

2.12 STEEL AND IRON FINISHES 

A. Galvanizing: Hot-dip galvanize items as indicated to comply with ASTM A153/A153M for steel 
and iron hardware and with ASTM A123/A123M for other steel and iron products. 

1. Do not quench or apply post galvanizing treatments that might interfere with paint 
adhesion. 

B. Preparation for Shop Priming Galvanized Items: After galvanizing, thoroughly clean galvanized 
surfaces of grease, dirt, oil, flux, and other foreign matter, and treat with metallic phosphate 
process. 

C. Shop prime iron and steel items  not indicated to be galvanized unless they are to be embedded 
in concrete, sprayed-on fireproofing, or masonry, or unless otherwise indicated. 

1. Shop prime with primers specified in Section 09 9113 "Exterior Painting" primers 
specified in Section 09 9123 "Interior Painting" unless indicated. 

D. Shop Priming: Apply shop primer to comply with SSPC-PA 1, "Paint Application Specification 
No. 1: Shop, Field, and Maintenance Painting of Steel," for shop painting. 

1. Stripe paint corners, crevices, bolts, welds, and sharp edges. 

2.13 ALUMINUM FINISHES 

A. As-Fabricated Finish: AA-M12. 

B. Clear Anodic Finish: AAMA 611, Class I, AA-M12C22A41. 
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PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installing metal 
fabrications. Set metal fabrications accurately in location, alignment, and elevation; with edges 
and surfaces level, plumb, true, and free of rack; and measured from established lines and 
levels. 

B. Fit exposed connections accurately together to form hairline joints. Weld connections that are 
not to be left as exposed joints but cannot be shop welded because of shipping size limitations. 
Do not weld, cut, or abrade surfaces of exterior units that have been hot-dip galvanized after 
fabrication and are for bolted or screwed field connections. 

C. Field Welding: Comply with the following requirements: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and blended so no 

roughness shows after finishing and contour of welded surface matches that of adjacent 
surface. 

D. Fastening to In-Place Construction: Provide anchorage devices and fasteners where metal 
fabrications are required to be fastened to in-place construction. Provide threaded fasteners for 
use with concrete and masonry inserts, toggle bolts, through bolts, lag screws, wood screws, 
and other connectors. 

E. Provide temporary bracing or anchors in formwork for items that are to be built into concrete, 
masonry, or similar construction. 

F. Corrosion Protection: Coat concealed surfaces of aluminum that come into contact with grout, 
concrete, masonry, wood, or dissimilar metals with the following: 

1. Cast Aluminum: Heavy coat of bituminous paint. 
2. Extruded Aluminum: Two coats of clear lacquer. 

3.2 INSTALLATION OF MISCELLANEOUS FRAMING AND SUPPORTS 

A. General: Install framing and supports to comply with requirements of items being supported, 
including manufacturers' written instructions and requirements indicated on Shop Drawings. 

B. Anchor supports for ceiling hung toilet partitions operable partitions overhead doors securely to, 
and rigidly brace from, building structure. 

C. Anchor shelf angles securely to existing construction with expansion anchors through bolts. 
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3.3 INSTALLATION OF BEARING AND LEVELING PLATES 

A. Clean concrete and masonry bearing surfaces of bond-reducing materials, and roughen to 
improve bond to surfaces. Clean bottom surface of plates. 

B. Set bearing and leveling plates on wedges, shims, or leveling nuts. After bearing members have 
been positioned and plumbed, tighten anchor bolts. Do not remove wedges or shims but, if 
protruding, cut off flush with edge of bearing plate before packing with shrinkage-resistant grout. 
Pack grout solidly between bearing surfaces and plates to ensure that no voids remain. 

3.4 REPAIRS 

A. Touchup Painting: 

1. Immediately after erection, clean field welds, bolted connections, and abraded areas. 
Paint uncoated and abraded areas with same material as used for shop painting to 
comply with SSPC-PA 1 for touching up shop-painted surfaces. 
a. Apply by brush or spray to provide a minimum 2.0-mil dry film thickness. 

2. Cleaning and touchup painting of field welds, bolted connections, and abraded areas of 
shop paint are specified in Section 09 9123 "Interior Painting." 

B. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair 
galvanizing to comply with ASTM A780/A780M. 

END OF SECTION 05 5000 
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SECTION 05 5213 

 

PIPE AND TUBE RAILINGS 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section Includes: 

1. Steel railings. 

1.2 COORDINATION 

A. Coordinate selection of shop primers with topcoats to be applied over them. Comply with paint 
and coating manufacturers' written recommendations to ensure that shop primers and topcoats 
are compatible with one another. 

B. Coordinate installation of anchorages for railings. Furnish setting drawings, templates, and 
directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items 
with integral anchors, that are to be embedded in concrete or masonry. Deliver such items to 
Project site in time for installation. 

1.3 ACTION SUBMITTALS 

A. Product Data: 

1. Manufacturer's product lines of mechanically connected railings. 
2. Fasteners. 
3. Post-installed anchors. 
4. Handrail brackets. 
5. Shop primer. 
6. Intermediate coats and topcoats. 
7. Nonshrink, nonmetallic grout. 
8. Metal finishes. 
9. Paint products. 

B. Shop Drawings: Include plans, elevations, sections, details, and attachments to other work. 

1.4 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.5 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel in accordance with the following: 

1. AWS D1.1/D1.1M, "Structural Welding Code - Steel." 
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2. AWS D1.2/D1.2M, "Structural Welding Code - Aluminum." 
3. AWS D1.6/D1.6M, "Structural Welding Code - Stainless Steel." 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Protect mechanical finishes on exposed surfaces of railings from damage by applying a 
strippable, temporary protective covering before shipping. 

1.7 FIELD CONDITIONS 

A. Field Measurements: Verify actual locations of walls and other construction contiguous with 
railings by field measurements before fabrication. 

PART 2 - PRODUCTS 

2.1 METALS, GENERAL 

A. Metal Surfaces, General: Provide materials with smooth surfaces, without seam marks, roller 
marks, rolled trade names, stains, discolorations, or blemishes. 

B. Brackets, Flanges, and Anchors: Cast or formed metal of same type of material and finish as 
supported rails unless otherwise indicated. 

1. Provide type of bracket with flange tapped for concealed anchorage to threaded hanger 
bolt and that provides 1-1/2-inch clearance from inside face of handrail to finished wall 
surface. 

2.2 STEEL RAILINGS 

A. Source Limitations: Obtain each type of railing from single source from single manufacturer. 

B. Tubing: ASTM A500/A500M (cold formed) . 

C. Pipe: ASTM A53/A53M, Type F or Type S, Grade A, Standard Weight (Schedule 40), unless 
another grade and weight are required by structural loads. 

1. Provide galvanized finish for exterior installations and where indicated. 

D. Plates, Shapes, and Bars: ASTM A36/A36M. 

2.3 FASTENERS 

A. Fastener Materials: 

1. Ungalvanized-Steel Railing Components: Plated steel fasteners complying with 
ASTM F1941, Class Fe/Zn 5 for zinc coating. 
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2. Hot-Dip Galvanized Railing Components: Type 304 stainless steel or hot-dip zinc-coated 
steel fasteners complying with ASTM A153/A153M or ASTM F2329/F2329M for zinc 
coating. 

3. Finish exposed fasteners to match appearance, including color and texture, of railings. 

B. Fasteners for Anchoring Railings to Other Construction: Select fasteners of type, grade, and 
class required to produce connections suitable for anchoring railings to other types of 
construction. 

C. Fasteners for Interconnecting Railing Components: 

1. Provide concealed fasteners for interconnecting railing components and for attaching 
them to other work, unless otherwise indicated. 

2. Provide concealed fasteners for interconnecting railing components and for attaching 
them to other work, unless exposed fasteners are unavoidable or are the standard 
fastening method for railings indicated. 

3. Provide tamper-resistant flat-head machine screws for exposed fasteners unless 
otherwise indicated. 

D. Post-Installed Anchors: Fastener systems with working capacity greater than or equal to the 
design load, according to an evaluation report acceptable to authorities having jurisdiction, 
based on ICC-ES AC193. 

1. Material for Interior Locations: Carbon-steel components zinc-plated to comply with 
ASTM B633 or ASTM F1941/F1941M, Class Fe/Zn 5, unless otherwise indicated. 

2.4 MISCELLANEOUS MATERIALS 

A. Handrail Brackets: Cast nickel-silver, center of handrail 2-1/2 inches from wall. 

B. Welding Rods and Bare Electrodes: Select in accordance with AWS specifications for metal 
alloy welded. 

C. Etching Cleaner for Galvanized Metal: Complying with MPI#25. 

D. Shop Primers: Provide primers that comply with Section 09 9123 "Interior Painting."  

E. Universal Shop Primer: Fast-curing, lead- and chromate-free, universal modified-alkyd primer 
complying with MPI#79 and compatible with topcoat. 

1. Use primer containing pigments that make it easily distinguishable from zinc-rich primer. 

F. Epoxy Zinc-Rich Primer: Complying with MPI#20 and compatible with topcoat. 

G. Shop Primer for Galvanized Steel: Primer formulated for exterior use over zinc-coated metal 
and compatible with finish paint systems indicated. 

H. Intermediate Coats and Topcoats: Provide products that comply with Section 09 9123 "Interior 
Painting."  

I. Epoxy Intermediate Coat: Complying with MPI #77 and compatible with primer and topcoat. 

J. Polyurethane Topcoat: Complying with MPI #72 and compatible with undercoat. 
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K. Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive, nongaseous grout, 
complying with ASTM C1107/C1107M. Provide grout specifically recommended by 
manufacturer for interior and exterior applications. 

2.5 FABRICATION 

A. General: Fabricate railings to comply with requirements indicated for design, dimensions, 
member sizes and spacing, details, finish, and anchorage. 

B. Shop assemble railings to greatest extent possible to minimize field splicing and assembly. 
Disassemble units only as necessary for shipping and handling limitations. 

1. Clearly mark units for reassembly and coordinated installation. 
2. Use connections that maintain structural value of joined pieces. 

C. Cut, drill, and punch metals cleanly and accurately. 

1. Remove burrs and ease edges to a radius of approximately 1/32 inch unless otherwise 
indicated. 

2. Remove sharp or rough areas on exposed surfaces. 

D. Form work true to line and level with accurate angles and surfaces. 

E. Fabricate connections that are exposed to weather in a manner that excludes water. 

1. Provide weep holes where water may accumulate. 
2. Locate weep holes in inconspicuous locations. 

F. Cut, reinforce, drill, and tap as indicated to receive finish hardware, screws, and similar items. 

G. Connections: Fabricate railings with welded connections unless otherwise indicated. 

H. Welded Connections: Cope components at connections to provide close fit, or use fittings 
designed for this purpose. Weld all around at connections, including at fittings. 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove flux immediately. 
4. At exposed connections, finish exposed welds to comply with NOMMA's "Voluntary Joint 

Finish Standards" for Finish #2 welds; good appearance, completely sanded joint, some 
undercutting and pinholes okay  

I. Form changes in direction as follows: 

1.  By bending . 
2.  By flush bends . 
3.  By radius bends of radius indicated . 
4. By bending to smallest radius that will not result in distortion of railing member. 

J. Bend members in jigs to produce uniform curvature for each configuration required. Maintain 
cross section of member throughout entire bend without buckling, twisting, cracking, or 
otherwise deforming exposed surfaces of components. 
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K. Close exposed ends of hollow railing members with prefabricated cap and end fittings of same 
metal and finish as railings. 

L. Provide wall returns at ends of wall-mounted handrails unless otherwise indicated. Close ends 
of returns unless clearance between end of rail and wall is 1/4 inch or less. 

M. Brackets, Flanges, Fittings, and Anchors: Provide wall brackets, flanges, miscellaneous fittings, 
and anchors to interconnect railing members to other work unless otherwise indicated. 

1. At brackets and fittings fastened to plaster or gypsum board partitions, provide crush-
resistant fillers or other means to transfer loads through wall finishes to structural 
supports and prevent bracket or fitting rotation and crushing of substrate. 

N. Provide inserts and other anchorage devices for connecting railings to concrete or masonry 
work. 

1. Fabricate anchorage devices capable of withstanding loads imposed by railings. 
2. Coordinate anchorage devices with supporting structure. 

O. For railing posts set in concrete, provide stainless steel sleeves not less than 6 inches long with 
inside dimensions not less than 1/2 inch greater than outside dimensions of post, with metal 
plate forming bottom closure. 

2.6 STEEL AND IRON FINISHES 

A. For nongalvanized-steel railings, provide nongalvanized ferrous-metal fittings, brackets, 
fasteners, and sleeves; however, hot-dip galvanize anchors to be embedded in exterior 
concrete or masonry. 

B. Preparation for Shop Priming: Prepare uncoated ferrous-metal surfaces to comply with 
requirements indicated below: 

1. Railings Indicated To Receive Zinc-Rich Primer: SSPC-SP 6/NACE No. 3. 
2. Other Railings: SSPC-SP 3. 

C. Primer Application: Apply shop primer to prepared surfaces of railings unless otherwise 
indicated. Comply with requirements in SSPC-PA 1 for shop painting. Primer need not be 
applied to surfaces to be embedded in concrete or masonry. 

1. Shop prime uncoated railings with primers specified in Section 09 9113 "Exterior 
Painting" and Section 09 9123 "Interior Painting" unless zinc-rich primer is indicated. 

2. Do not apply primer to galvanized surfaces. 

D. Shop-Painted Finish: Comply with Section 09 9123 "Interior Painting."  

1. Color: As selected by Architect from manufacturer's full range. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine plaster and gypsum board assemblies, where reinforced to receive anchors, to verify 
that locations of concealed reinforcements are clearly marked for Installer. Locate 
reinforcements and mark locations if not already done. 

3.2 INSTALLATION, GENERAL 

A. Perform cutting, drilling, and fitting required for installing railings. 

1. Fit exposed connections together to form tight, hairline joints. 
2. Install railings level, plumb, square, true to line; without distortion, warp, or rack. 
3. Set railings accurately in location, alignment, and elevation; measured from established 

lines and levels. 
4. Do not weld, cut, or abrade surfaces of railing components that are coated or finished 

after fabrication and that are intended for field connection by mechanical or other means 
without further cutting or fitting. 

5. Set posts plumb within a tolerance of 1/16 inch in 3 feet. 
6. Align rails so variations from level for horizontal members and variations from parallel 

with rake of steps and ramps for sloping members do not exceed 1/4 inch in 12 feet. 

B. Control of Corrosion: Prevent galvanic action and other forms of corrosion by insulating metals 
and other materials from direct contact with incompatible materials. 

1. Coat concealed surfaces of aluminum that will be in contact with grout, concrete, 
masonry, wood, or dissimilar metals, with a heavy coat of bituminous paint. 

C. Adjust railings before anchoring to ensure matching alignment at abutting joints. 

D. Fastening to In-Place Construction: Use anchorage devices and fasteners where necessary for 
securing railings and for properly transferring loads to in-place construction. 

3.3 RAILING CONNECTIONS 

A. Welded Connections: Use fully welded joints for permanently connecting railing components. 
Comply with requirements for welded connections in "Fabrication" Article, whether welding is 
performed in the shop or in the field. 

B. Expansion Joints: Install expansion joints at locations indicated but not farther apart than 
required to accommodate thermal movement. Provide slip-joint internal sleeve, extending 2 
inches beyond joint on either side; fasten internal sleeve securely to one side; and locate joint 
within 6 inches of post. 

3.4 ANCHORING POSTS 

A. Cover anchorage joint with flange of same metal as post, welded to post after placing anchoring 
material. 
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B. Leave anchorage joint exposed with 1/8-inch buildup, sloped away from post . 

C. Anchor posts to metal surfaces with flanges, angle type, or floor type, as required by conditions, 
connected to posts and to metal supporting members as follows: 

1. For steel railings, weld flanges to post and bolt to metal supporting surfaces. 

3.5 ATTACHING RAILINGS 

A. Anchor railing ends to concrete and masonry with brackets on underside of rails connected to 
railing ends and anchored to wall construction with anchors and bolts. 

B. Anchor railing ends to metal surfaces with flanges bolted to metal surfaces and welded to railing 
ends . 

C. Attach handrails to walls with wall brackets. Provide brackets with 1-1/2-inch clearance from 
inside face of handrail and finished wall surface. 

1. Use type of bracket with flange tapped for concealed anchorage to threaded hanger bolt . 
2. Locate brackets as indicated or, if not indicated, at spacing required to support structural 

loads. 

D. Secure wall brackets  and railing end flanges to building construction as follows: 

1. For concrete and solid masonry anchorage, use drilled-in expansion shields and hanger 
or lag bolts. 

2. For hollow masonry anchorage, use toggle bolts. 
3. For steel-framed partitions, fasten brackets directly to steel framing or concealed steel 

reinforcements, using self-tapping screws of size and type required to support structural 
loads . 

3.6 REPAIR 

A. Touchup Painting: Cleaning and touchup painting of field welds, bolted connections, and 
abraded areas of shop paint are specified in Section 09 9123 "Interior Painting."  

3.7 CLEANING 

A. Clean by washing thoroughly with clean water and soap and rinsing with clean water. 

B. Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas, and repair 
galvanizing to comply with ASTM A780/A780M. 

3.8 PROTECTION 

A. Protect finishes of railings from damage during construction period with temporary protective 
coverings approved by railing manufacturer. Remove protective coverings at time of Substantial 
Completion. 
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B. Restore finishes damaged during installation and construction period, so no evidence remains 
of correction work. Return items that cannot be refinished in the field to the shop; make required 
alterations and refinish entire unit, or provide new units. 

END OF SECTION 05 5213 
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SECTION 09 9123 

 

INTERIOR PAINTING 

PART 1 - GENERAL 

1.1 SUMMARY 

A. Section includes surface preparation and the application of paint systems on the following 
interior substrates: 

1. Concrete. 
2. Concrete masonry units (CMUs). 
3. Steel and iron. 
4. Galvanized metal. 
5. Gypsum board. 

B. Related Requirements: 

1. Section 05 5213 "Pipe and Tube Railings" for shop painting pipe and tube railings. 

1.2 DEFINITIONS 

A. MPI Gloss Level 1: Not more than five units at 60 degrees and 10 units at 85 degrees, 
according to ASTM D 523. 

B. MPI Gloss Level 2: Not more than 10 units at 60 degrees and 10 to 35 units at 85 degrees, 
according to ASTM D 523. 

C. MPI Gloss Level 3: 10 to 25 units at 60 degrees and 10 to 35 units at 85 degrees, according to 
ASTM D 523. 

D. MPI Gloss Level 4: 20 to 35 units at 60 degrees and not less than 35 units at 85 degrees, 
according to ASTM D 523. 

E. MPI Gloss Level 5: 35 to 70 units at 60 degrees, according to ASTM D 523. 

F. MPI Gloss Level 6: 70 to 85 units at 60 degrees, according to ASTM D 523. 

G. MPI Gloss Level 7: More than 85 units at 60 degrees, according to ASTM D 523. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. Include preparation requirements and application 
instructions. 

1. Include Printout of current "MPI Approved Products List" for each product category 
specified, with the proposed product highlighted. 

2. Indicate VOC content. 
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B. Samples for Verification: For each type of paint system and in each color and gloss of topcoat. 

1. Submit Samples on rigid backing, 8 inches square. 
2. Apply coats on Samples in steps to show each coat required for system. 
3. Label each Sample for location and application area. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 
temperatures continuously maintained at not less than 45 deg F. 

1. Maintain containers in clean condition, free of foreign materials and residue. 
2. Remove rags and waste from storage areas daily. 

1.5 FIELD CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 
between 50 and 95 deg F. 

B. Do not apply paints when relative humidity exceeds 85 percent; at temperatures less than 5 
deg F above the dew point; or to damp or wet surfaces. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Subject to compliance with requirements, provide products by the following: 

1. Sherwin-Williams Company (The). 

B. Products: Subject to compliance with requirements, provide product listed in the Interior 
Painting Schedule for the paint category indicated. 

2.2 PAINT, GENERAL 

A. MPI Standards: Products shall comply with MPI standards indicated and shall be listed in its 
"MPI Approved Products Lists." 

B. Material Compatibility: 

1. Materials for use within each paint system shall be compatible with one another and 
substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, products shall be recommended in writing by topcoat 
manufacturers for use in paint system and on substrate indicated. 

C. Colors: As selected by Owner / Architect. 
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2.3 SOURCE QUALITY CONTROL 

A. Testing of Paint Materials: Owner reserves the right to invoke the following procedure: 

1. Owner will engage the services of a qualified testing agency to sample paint materials. 
Contractor will be notified in advance and may be present when samples are taken. If 
paint materials have already been delivered to Project site, samples may be taken at 
Project site. Samples will be identified, sealed, and certified by testing agency. 

2. Testing agency will perform tests for compliance with product requirements. 
3. Owner may direct Contractor to stop applying paints if test results show materials being 

used do not comply with product requirements. Contractor shall remove noncomplying 
paint materials from Project site, pay for testing, and repaint surfaces painted with 
rejected materials. Contractor will be required to remove rejected materials from 
previously painted surfaces if, on repainting with complying materials, the two paints are 
incompatible. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of the Work. 

B. Maximum Moisture Content of Substrates: When measured with an electronic moisture meter 
as follows: 

1. Concrete: 12 percent. 
2. Masonry (Clay and CMUs): 12 percent. 
3. Wood: 15 percent. 
4. Gypsum Board: 12 percent. 

C. Gypsum Board Substrates: Verify that finishing compound is sanded smooth. 

D. Verify suitability of substrates, including surface conditions and compatibility, with existing 
finishes and primers. 

E. Proceed with coating application only after unsatisfactory conditions have been corrected. 

1. Application of coating indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural 
Painting Specification Manual" applicable to substrates and paint systems indicated. 

B. Remove hardware, covers, plates, and similar items already in place that are removable and 
are not to be painted. If removal is impractical or impossible because of size or weight of item, 
provide surface-applied protection before surface preparation and painting. 

1. After completing painting operations, use workers skilled in the trades involved to reinstall 
items that were removed. Remove surface-applied protection if any. 
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C. Clean substrates of substances that could impair bond of paints, including dust, dirt, oil, grease, 
and incompatible paints and encapsulants. 

1. Remove incompatible primers and reprime substrate with compatible primers or apply tie 
coat as required to produce paint systems indicated. 

D. Concrete Substrates: Remove release agents, curing compounds, efflorescence, and chalk. Do 
not paint surfaces if moisture content or alkalinity of surfaces to be painted exceeds that 
permitted in manufacturer's written instructions. 

E. Masonry Substrates: Remove efflorescence and chalk. Do not paint surfaces if moisture content 
or alkalinity of surfaces or mortar joints exceeds that permitted in manufacturer's written 
instructions. 

F. Steel Substrates: Remove rust, loose mill scale, and shop primer, if any. Clean using methods 
recommended in writing by paint manufacturer .  

1. SSPC-SP 2. 
2. SSPC-SP 3. 
3. SSPC-SP 7/NACE No. 4. 
4. SSPC-SP 11. 

G. Shop-Primed Steel Substrates: Clean field welds, bolted connections, and areas where shop 
paint is abraded. Paint exposed areas with the same material as used for shop priming to 
comply with SSPC-PA 1 for touching up shop-primed surfaces. 

H. Galvanized-Metal Substrates: Remove grease and oil residue from galvanized sheet metal by 
mechanical methods to produce clean, lightly etched surfaces that promote adhesion of 
subsequently applied paints. 

I. Aluminum Substrates: Remove loose surface oxidation. 

3.3 APPLICATION 

A. Apply paints according to manufacturer's written instructions and to recommendations in "MPI 
Manual." 

1. Use applicators and techniques suited for paint and substrate indicated. 
2. Paint surfaces behind movable equipment and furniture same as similar exposed 

surfaces. Before final installation, paint surfaces behind permanently fixed equipment or 
furniture with prime coat only. 

3. Paint front and backsides of access panels, removable or hinged covers, and similar 
hinged items to match exposed surfaces. 

4. Do not paint over labels of independent testing agencies or equipment name, 
identification, performance rating, or nomenclature plates. 

5. Primers specified in painting schedules may be omitted on items that are factory primed 
or factory finished if acceptable to topcoat manufacturers. 

B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of 
same material are to be applied. Tint undercoats to match color of topcoat, but provide sufficient 
difference in shade of undercoats to distinguish each separate coat. 
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C. If undercoats or other conditions show through topcoat, apply additional coats until cured film 
has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color 
breaks. 

E. Painting Fire Suppression, Plumbing, HVAC, Electrical, Communication, and Electronic Safety 
and Security Work: 

1. Paint the following work where exposed in occupied spaces: 

a. Equipment, including panelboards. 
b. Uninsulated metal piping. 
c. Uninsulated plastic piping. 
d. Pipe hangers and supports. 
e. Metal conduit. 
f. Plastic conduit. 
g. Duct, equipment, and pipe insulation having cotton or canvas insulation covering 

or other paintable jacket material. 
h. Other items as directed by Architect. 

 
2. Paint portions of internal surfaces of metal ducts, without liner, behind air inlets and 

outlets that are visible from occupied spaces. 

3.4 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 
Project site. 

B. After completing paint application, clean spattered surfaces. Remove spattered paints by 
washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces. 

C. Protect work of other trades against damage from paint application. Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

3.5 INTERIOR PAINTING SCHEDULE 

A. Concrete Substrates, Nontraffic Surfaces: 

1. Latex System MPI INT 3.1A : 

a. Prime Coat: Primer, alkali resistant, water based , MPI #3. 
1)  Sherwin Williams: PrepRite ProBlock Interior/Exterior Latex Primer/Sealer . 

b. Intermediate Coat: Latex, interior, matching topcoat. 
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c. Topcoat: Latex, interior (MPI Gloss Level 3) , MPI #52. 
1)  Sherwin Williams: ProMar 200 Zero VOC Eggshell . 

B. CMU Substrates: 

1. Latex System MPI INT 4.2A: 

a. Block Filler: Block filler, latex, interior/exterior , MPI #4. 
1) Sherwin Williams: PrepRite. 

b. Intermediate Coat: Latex, interior, matching topcoat. 

c. Topcoat: Latex, interior (MPI Gloss Level 3) , MPI #52. 
1)  Sherwin Williams: ProMar 200 Zero VOC Eggshell . 

C. Steel Substrates: 

1. Latex System, Alkyd Primer MPI INT 5.1QQ: 

a. Prime Coat: Primer, alkyd, anti-corrosive, for metal , MPI #79. 
1)  Sherwin Williams: Kem Bond HS . 

b. Intermediate Coat: Latex, interior, matching topcoat. 

c. Topcoat: Latex, interior (MPI Gloss Level 3) , MPI #52. 
1)  Sherwin Williams: ProMar 200 Zero VOC Eggshell . 

D. Galvanized-Metal Substrates: 

1. Latex System MPI INT 5.3J: 

a. Prime Coat: Primer, galvanized, water based , MPI #134. 
1)  Sherwin Williams: DTM Acrylic Primer/Finish . 

b. Intermediate Coat: Latex, interior, matching topcoat. 

c. Topcoat: Latex, interior (MPI Gloss Level 3) , MPI #52. 
1)  Sherwin Williams: ProMar 200 Zero VOC Eggshell . 

E.  Gypsum Board and Plaster Substrates: 

1. Latex over Latex Sealer System MPI INT 9.2A: 

a. Prime Coat: Latex, interior, matching topcoat. 

b. Intermediate Coat: Latex, interior, matching topcoat. 

c. Topcoat (Ceilings): Latex, interior, flat (MPI Gloss Level 1) , MPI #53. 

d. Topcoat (Walls): Latex, interior (MPI Gloss Level 3) , MPI #52. 
1)  Sherwin Williams: ProMar 200 Zero VOC . 

END OF SECTION 09 9123 






















































































































































































































